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BOURDON TUBE PRESSURE GAUGES

Designation Standard gauge, steel | Standard gauge, steel | Welding gauges, EN
case case 562

Application Gaseous and liquid media Gaseous and liquid media Welding, cutting and related
industry
Model 1100 1105 1110
Nominal size (mm) ®(40, 50, 63, 75, 100, 150, @(40, 50, 63) ®(50, 63)
200, 250)
Scale ranges -1 to 400 bar ®(40-250) -1 to 400 bar $(40-63) 0-2.5 to 400 bar (50, 63)
Accuracy class 2.5 $(40-75) 2.5 $(40-63) 2.5®(50, 63)
1.6 @(100-250)
Pressure connection 1/8" @(40) 1/8" @(40) 1/4" @(50, 63)
1/4" @(50-100) 1/4" @(50, 63)
1/2" @(100-250)
Wetted parts Copper alloy Copper alloy Copper alloy
Case material Black steel case and bezel, || Black steel case Gold painted steel case

fixed with screw

Window Glass Snap on acrylic Snap on polycarbonate

IP class IP 43 IP 43 IP 43

Data sheet (download at) §| DS 1100 DS 1105 DS 1110

www.ritherm.com

Options/notes *Model 1101 without bezel “Lower or back entry *Lower or back entry
screw up to 100mm *Model 1111 with stainless
*Model +A: chrome plated steel case
bezel

Model +B: chrome plated
case and bezel

Model +C: chrome plated
case and connection
*Lower or back entry, 63 and
100 with option of panel
mount or surface mount, 40,
50, 63 with option of U-clamp
with SS crimped ring

G RiTHERM www.hidropaks.com.tr
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BOURDON TUBE PRESSURE GAUGES

Designation Welding gauges, EN Industrial series, steel | Standard gauge, ABS
562 case case

Application Welding, cutting and related | For gaseous and liquid For gaseous and liquid
industry media media

Model 1112 1120 1130

Nominal size (mm) ®(50, 68) @(100, 160) ®(40, 50, 63)

Scale ranges 0-2.5 to 400 bar ®(50, 68) -1 to 1000bar -1 to 400bar

Accuracy class 2.5®(50, 68) 1$(100, 160) 2.59(40, 50, 63)

Pressure connection 1/4" @(50, 68) 1/2" ©(100, 160) 1/8" @(40)

1/4" ®(50, 63)

Wetted parts Copper alloy Copper alloy Copper alloy

Case material Black threaded steel case Black steel case and DIN Black ABS
bayonet ring

Window Screw on polycarbonate Instrument glass Snap on acrylic
IP class IP 43 IP 54 IP 43
Data sheet (downlead at) || DS 1112 DS 1120 DS 1130
www.ritherm.com
Options/notes *Lower or back entry, “Lower or back entry *Lower or back entry
*Model 1113 Gold painted “Model 1121 with stainless
steel case steel case
*Model 1114 Polished brass
case

*Model 1116 Black steel
case, screw on polycarbo-
nate for special use with 3
o'clock or 9 o'clock entry,
left hand thread for option

G RiTHERM www.hidropaks.com.tr
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BOURDON TUBE PRESSURE GAUGES

Refrigeration gauge,
plastic case

Designation Standard gauge, ABS | Standard gauge, ABS
case case

Application For heating, plumbing For heating, plumbing For refrigeration service
Model 1131 1132 1135
Nominal size (mm) ®(40, 50, 63) @(40, 50) @68
Scale ranges -1 to 25bar -1 to 25bar -1+35bar
Accuracy class 2.5®(40, 50, 63) 2.59(40, 50) 2.5@®(68)
Pressure connection 1/8" @(40) 1/8" @(40) 1/8" ®(68)
1/4" @(50, 63) 1/4" @(50)
Wetted parts Copper alloy Copper alloy Copper alloy
Case material Black ABS ABS Red or blue threaded ABS
Window Snap on blue AS Snap in acrylic Screw on acrylic
IP class IP 43 IP 43 IP 43
Data sheet (downlead at) || DS 1131 DS 1132 DS 1135

www.ritherm.com

Options/notes *Lower or back entry
*Teflon self-sealing

connection thread for option

“Lower or back entry, 3
o'clock or 9 o'clock entry

“Lower entry
“Micro-adjustable pointer
*Refrigeration scale available
with R134a, R404, R12, R22
etc

GR'TH ERM www.hidropaks.com.tr



PDF Compressor Free Version

BOURDON TUBE PRESSURE GAUGES

Refrigeration gauge,
steel case

Boiler gauge with

capillary

Square boiler gauge
with capillary

Application For refrigeration service For heating and boiler For heating and boiler
service service

Model 1136 1140 1143

Nominal size (mm) (68, 88) @42, 43) 48 square

Panel hole dia (mm) @(37, 40) @45

Scale ranges -1+35bar 0-6bar 0-6bar

Accuracy class 2.5@(68), 1.6 ®(88) 2.5%(37,40) 2.5 (52 square)

Pressure connection 1/8" @(68,88) 1/4" @(37, 40) 1/4" (52 square)

Wetted parts Copper alloy Copper alloy Copper alloy

Case material Red or blue steel ABS ABS

Window Snap on acrylic Snap on plastic Snap on acrylic

IP class IP 43 IP 43 IP 43

Data sheet (download at) || DS 1136 DS 1140 DS 1143

www.ritherm.com

Options/notes

*Lower entry

*Micro - adjustable pointer
*Refrigeration scale available
with R134a, R404, R12, R22
etc

*Panel mount with copper
capillary

*Red set pointer for option
*Model 1141 with installation
flange case

*Special quick connector for
option

GR'TH ERM www.hidropaks.com.tr

*Panel mount with copper
capillary

*Red set pointer for option
connector for option
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BOURDON TUBE PRESSURE GAUGES

Designation Rectangular medical Ammonia gauge, steel | Gearless gauge
gauge case

Application For dentist machine use For ammonia service High vibration sprayer
machine

Model 1146 1150 1155

Nominal size (mm) 45 x 58 @63 ®50

Scale ranges 0-100psi 0-160psi 0-60kg/cm?

Accuracy class 4 (45x58) 2.59(63) 4 @(50)

Pressure connection M5 female 1/4" B(63) 1/4" @(50)

Wetted parts Copper alloy SS tube, steel socket Copper alloy

Case material ABS Black steel case and bezel Black steel case and chrome
plated bezel

Window acrylic Instrument glass Instrument glass

IP class IP 43 IP 43 IP 43

Data sheet (download at) DS 1146 DS 1150 DS 1155

www.ritherm.com

Options/notes “Lower entry *Lower entry
“Other Norminal size
available on request

G RiTHERM www.hidropaks.com.tr
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BOURDON TUBE PRESSURE GAUGES

Altitude gauge

Gas test gauge

Water test gauge

Application Measuring head of water in For coal gas pressure test For water pressure test
the tank or pressurized tank service service

Model 1158 1160 1161

Nominal size (mm) @100 @50 @63

Scale ranges 0-100 psi/ft H20 0-160psi 0-300psi

Accuracy class 1.6 @(100) 2.59(50) 2.59(63)

Pressure connection 1/4" @(100) 3/4" NPT Female 3/4" NPT Female hose

Wetted parts Copper alloy Copper alloy Copper alloy

Case material Black steel case and bezel Black steel case and bezel Black steel

Window Acrylic Instrument glass Snap on acrylic

IP class IP 43 IP 43 IP 43

Data sheet (download at) }| DS 1158 DS 1160 DS 1161

www.ritherm.com

Options/notes

*Lower entry
*Other Norminal size or
mater available on request

“With chrome plated steel
hexagon gas test body
“With brass hexagon gas
test body for option

G RiTHERM www.hidropaks.com.tr

“With brass water test hose
*Maximum pressure
memery pointer for option
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BOURDON TUBE PRESSURE GAUGES

Contractors gauge CNG gauge

Application Heating and air conditioning Heating and air conditioning || CNG tank
system system

Model 1165 1166 1170

Nominal size (mm) @114 @124 @50

Scale ranges 0-1000psi 0-1000psi 0-400bar

Accuracy class 1®(114) 19(124) 2.5®(50)

Pressure connection 1/4" B(114) 1/4" B(124) 1/4" @(50)

Wetted parts Copper alloy Copper alloy Copper alloy

Case material Stainless steel case and Black steel case and bezel Black steel
bezel

Window Acrylic Acrylic Polycarbonate

IP class IP 43 IP 43 IP 43

Data sheet (download at) §| DS 1165 DS 1166 DS 1170

www.ritherm.com

Options/notes

“With back flange surface
mounting

GR'TH ERM www.hidropaks.com.tr

*Lower entry
“To be equipped with
photosensor
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BOURDON TUBE PRESSURE GAUGES

Miniature gauge

Miniature gauge

Application Small size, FRL etc Small size Small size

Model 1180 1182 1185

Nominal size (mm) ®25 @(23, 35) ®(25, 30, 36, 40, 50)

Scale ranges 0-400bar 0-400bar 0-400bar

Accuracy class 4,25 @(25) 4 $(23, 35) 4 (25, 30, 36, 40, 50)

Pressure connection 1/8" @(25) 1/8" @(23, 35) 1/8" ®(25, 30, 36, 40, 50)

Wetted parts Copper alloy Copper, stainless steel spiral | Copper, stainless steel spiral
tube tube

Case material Plastic case Forged brass, chrome plated | Stainless steel

Window Acrylic cover Acrylic Polycarbonate
IP class IP 43 IP 54 IP 54

Data sheet (download at) DS 1180 DS 1182 DS 1185
www.ritherm.com

Options/notes *Back entry “Back entry “Back entry

*Model 1181 with square

body

GR‘THERM www.hidropaks.com.tr

*Rubber boot for option
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BOURDON TUBE PRESSURE GAUGES

Miniature gauge

Fire extinguisher
gauge

Fire extinguisher gauge,

diaphragm construction

Application Medical oxygen use Fire extinguisher use Fire extinguisher use
Model 1186 1187 1188

Nominal size (mm) ®36 @(25, 30, 37) @23

Scale ranges 0-3000psi 0-28bar 0-28bar

Accuracy class 2.5®%(36) 4 $(25,30,37) 4 $(23)

Pressure connection 1/8" @(36) 1/8" @(25, 30, 37) 1/8", M10X1 @&(23)

Wetted parts Beryllium, bronze spiral tube Bronze spiral tube Copper diaphragm
Case material Stainless steel Stainless steel Forged brass, chrome plated
Window Polycarbonate Polycarbonate Acrylic
IP class IP 54 IP 54 IP 54
Data sheet (download at) DS 1186 DS 1187 DS 1188
www.ritherm.com
Options/notes *Back entry *Back entry “Back entry
*Rubber boot for option

*UL listed for 3000psi
beryllium spiral tube

GR‘THERM www.hidropaks.com.tr
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BOURDON TUBE PRESSURE GAUGES

Stainless steel case,
crimped ring, liquid fillable

Stainless steel case, crimped
ring, liquid fillable

Stainless steel heavy case,
crimped ring, liquid fillable

Application Adverse service conditions || Adverse service conditions | Adverse service conditions
where pulsation or vibration || where pulsation or vibration | where pulsation or vibration
exists exists exists

Model 1200 1203 1205

Nominal size (mm) ®(40, 50, 63, 75, 100) @(63, 100) ®(63, 100)

Scale ranges -1 to 400 bar -1 to 400bar -1 t0 400 bar

Accuracy class

2.5 ®(40-50), 1.6 B(63-100)

1.6 ®(63), 1 ®(100)

1.6 ©(63, 100)

Pressure connection 1/8" ®(40) 1/4" B(63) 1/4" @(63, 100)
1/4" §(50, 63, 75, 100) 1/2" @(100) 1/2" @(100)
1/2" §(100)
Wetted parts Copper alloy Copper alloy Copper alloy
Case material Stainless Steel, Stainless Steel, crimped Stainless Steel, extended
crimped ring ring, w/groove on case height case, crimped ring
Window Polycarbonate Polycarbonate Polycarbonate
IP class IP 65 IP 65 IP 65
Data sheet (download at) DS 1200 DS 1203 DS1205

www.ritherm.com

Options/notes

*Lower, back entry, ®63
and ©100 with option of
panel mount or surface
mount

*Model 1201 with one piece
brass connection for @50,
63 and @100

*Model 1202 with 1%
accuracy for @100 with
thicker case
*Refrigeration scale

*Groove on case, prepared
for back flange

*Lower, back entry, panel
mount or surface mount

G RITHERM www.hidropaks.com.tr

*Lower entry
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BOURDON TUBE PRESSURE GAUGES

Stainless steel case,
bayonet ring, liquid fillable

Stainless steel case, DIN

bayonet ring, liquid fillable

Plastic case, liquid

filled

Application Adverse service conditions || Adverse service conditions | Adverse service conditions
where pulsation or vibration || where pulsation or vibration | where pulsation or vibration
exists exists exists

Model 1210 1220 1230

Nominal size (mm) ®(50, 63, 100, 150) @(63, 100, 150) @63

Scale ranges -1 to 600bar -1 to 1000bar -1 to 400bar ®(63)

Accuracy class 1.6 @&(63), 1®(100, 150), 1.6 @(63), 1 ®(100, 150) 2.5®(63)
2.5@(50)

Pressure connection 1/4" (50, 63, 100) 1/4" @(63, 100) 1/4" B(63)
1/2" $(100, 150) 1/2" @(100, 150)

Wetted parts Copper alloy Copper alloy Copper alloy

Case material Stainless steel,bayonet ring || Stainless steel, Black plastic

DIN bayonet ring

Window Toughened glass Laminated safety glass Polycarbonate

IP class IP 65 IP 65 IP 65

Data sheet (download at) Ds1210 DS 1220 DS 1230

www.ritherm.com

Options/notes

*Lower, back entry, panel
mount or surface mount
*Adjustable pointer for
®100, @150 for option

“Lower, back entry, panel
mount or surface mount
*Adjustable pointer for
@100, ®150 for option

GR‘THERM www.hidropaks.com.tr

*Lower, back entry, panel
mount
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BOURDON TUBE PRESSURE GAUGES

Designation Forged brass case, liquid
filled

Mining gauge, forged

brass case, liquid filled

Mining auge, stainless
steel case, liquid filled

Application Adverse service conditions || Aadverse service conditions | Adverse service conditions
where pulsation or vibration || where pulsation or vibration | where pulsation or vibration
exists exists exists

Model 1250 1251 1252

Nominal size (mm) ®(63, 100) @50 ®(40, 50)

Scale ranges -1 to 600bar 0 to 600bar 0 to 600bar

Accuracy class 1.6 @(63), 1B(100) 2.5 %(50) 2.5®(40, 50)

Pressure connection 1/4" B(63) Quicker connector ®(50) Quicker connector (40,
1/2" $(100) 50)

Wetted parts Copper alloy Copper alloy Copper alloy

Case material Forged brass, stainless steel || Forged brass, stainless steel | stainless steel, crimped ring
crimped ring, with decoration || crimped ring
cover

Window Plastic Plastic Plastic

IP class IP 65 IP 65 IP 65

Data sheet (download at) DS 1250 DS 1251 DS 1252

www.ritherm.com

Options/notes

*Lower entry

“Lower entry

*Lower entry

GR‘THERM www.hidropaks.com.tr
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BOURDON TUBE PRESSURE GAUGES

Stainless Steel Series,
crimped ring, liquid fillable

Stainless Steel Series,
crimped ring, liquid fillable

Stainless Steel Series,
bayonet ring, liquid fillable

Application Gaseous, liquid, and Gaseous, liquid, and Gaseous, liquid, and
corrosive media corrosive corrosive media or corrosive || corrosive media or corrosive
environment environment environment

Model 1300 1303 1310

Nominal size (mm) ®(40, 50, 83, 75, 100) @(63,100) ®(63, 100, 150)

Scale ranges

-1 to 400bar @(40-50)
-1 to 1000bar @(63-100)

-11to 1000bar

-1 to 1000bar

Accuracy class 2.5 @(40-50) 1.6 ®(63), 1 @(100) 1.6 ©(63), 1 ©(100, 150)
1.6 @(63-100)

Pressure connection 1/8" @(40) 1/4" B(63) 1/4" B(63)
1/4" §(50-100) 1/2" @(100) 1/2" ®(100, 150)
1/2" @(100)

Wetted parts Stainless Steel Stainless Steel Stainless Steel

Case material Stainless Steel, cimped ring || Stainless Steel, crimped Stainless steel, bayonet ring

ring, w/groove on case

Window Polycarbonate Polycarbonate Toughened glass

IP class IP 65 IP 65 IP 65

Data sheet (download at) §| DS 1300 DS 1303 DS 1310

www.ritherm.com

Options/notes

*Model 1301 with one piece
connection for §(50, 63,
100)

*Model 1302 with 1%
accuracy for @100

*Lower or back entry, $63
and $100 with option of
panel mount or surface
mount

*Groove on case, prepared
for back flange

*Lower, back entry, panel
mount or surface mount

GR'TH ERM www.hidropaks.com.tr

*Lower, back entry, panel
mount or surface mount
*Model 1311 with welded
case and connection
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BOURDON TUBE PRESSURE GAUGES

Designation Stainless Steel Series, DIN bayonet | Xmas tree gauge
ring, liquid fillable

Application Gaseous, liquid, and corrosive media or Gaseous, liquid, and corrosive media or
corrosive environment corrosive environment
Model | 1320 1330
Nominal size (mm) @(63, 100, 150) @118
Scale ranges -1 to 1000bar -1 to 1000bar
Accuracy class [ 1.6 (63), 1 ®(100, 150) 1
Pressure connection 1/4" §(63)
1/2" @(100, 150) 1/2"
Wetted parts Stainless Steel Stainless Steel
Case material Stainless steel, bayonet ring Stainless steel, bayonet ring
Window | Laminated safety glass Polycarbonate
IP class | IP65 IP 65
Data sheet (download at) | DS 1320 DS 1330
www.ritherm.com
Options/notes *Lower, back entry, panel mount or surface *Lower entry
mount

*Welding case and connection
*Model 1321, dry, not fillable
*Ammonia scale
*Refrigeration scale
*Receiver scale

GR'TH ERM www.hidropaks.com.tr
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BOURDON TUBE PRESSURE GAUGES

Designation Safety pattem gauge, s_olid front, | Safety pattern gauge, solid Safety pattern gauge, solid
phenolic case, liquid fillable front, All SS, liquid fillable [ front, All SS, liquid fillable

Application Particular safety with Particular safety with Particular safety with
gaseous or liquid media gaseous media gaseous media

Model 1360 1363 1366

Nominal size (mm) @127 @107 ®(63, 100, 150)

Scale ranges 0-1 to 1000bar 0-1 to 1000bar 0-1 to 1000bar

Accuracy class 1, 0.5 for option 1 1.6 ®(63), 1 @(100, 150)

1/2" ®(127) 1/2" ®(107) 1/4" ®(63)

1/2" @(100, 150)

Pressure connection

Wetted parts Stainless Steel Stainless Steel Stainless Steel

Stainless steel case and
bayonet ring, with baffle wall

Stainless steel case and
bayonet ring, with baffle wall

Case material Phenolic case and ring, with

solid baffle wall and blow-

out back and blow-out back and blow-out back
Window Laminated safety glass Laminated safety glass Laminated safety glass
IP class IP 65 IP 65 IP 65
Data sheet (downlcad at) | DS 1360 DS 1363 DS1366

www.ritherm.com

Options/notes

*Lower or back entry
*Model 1260 with brass
wetted parts

*Receiver scale

*Lower, back entry or panel

mount

*Lower entry

G RiTHERM www.hidropaks.com.tr
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CAPSULE AND DIAPHRAGM PRESSURE GAUGES

Designation Standard industrial Standard industrial
series series, DIN bayonet ring

Standard industrial
series, bayonet ring

Application Gaseous and dry media Gaseous and dry media Gaseous and dry media
Model 1400 1405 1408
Nominal size (mm) ®(50, 63, 94, 121) @(100, 150) ®(63, 80, 100)

Scale ranges

-600-0, 0-25 to 600mbar

-600-0, 0-10 to 600mbar

-600-0, 0-25 to 600mbar

Accuracy class

2.5@(50, 63, 94, 121)

1.6 ®(100, 150)

2.5 (63, 80, 100)

Pressure connection 1/8" ®(50) 1/2" @(100, 150) 1/4" @(63, 80)
1/4" @(50-121) 1/2" @(100)
Wetted parts Copper alloy Copper alloy Copper alloy

Case material

Black steel case
©121 with bezel ring

Black steel case, DIN
bayonet ring

Stainless steel, bayonet ring

Window Acrylic Instrument glass Instrument glass or plastic
IP class IP 43 IP 54 IP 43
Data sheet (download at) DS 1400 DS 1405 DS 1408

www.ritherm.com

Options/notes

*Lower or back entry, 50
only back, @94, ®121 only
lower, @63 available with
panel mounting

“Lower, back entry, or
surface or panel mount
*Model 1406 with stainless
steel case

G RiTHERM www.hidropaks.com.tr

*Lower entry
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CAPSULE AND DIAPHRAGM PRESSURE GAUGES

Stainless steel liquid filled
series, DIN bayonet ring

Designation Stainless steel series,
DIN bayonet ring

Industrial series,
phenolic case

Application For gaseous and dry, also For gaseous and dry, also For gaseous and dry, also
corrosive media or in corrosive and vibration corrosive and vibration
corrosive environment media or in corrosive media or in corrosive

environment environment

Model 1410 1420 1430

Nominal size (mm) ©(63, 100, 150) @(100, 150) @127

Scale ranges

-600-0, 0-10 to 600mbar

0-25 to 600mbar

-600-0, 0-10 to 600mbar

Accuracy class

2.5@(63), 1.6 $(100, 150)

1.6 (100, 150)

1.6 ®(127)

Pressure connection

1/4" 9(63)
1/2" ®(100, 150)

1/2" @(100, 150)

112" ®(127)

Wetted parts

Stainless Steel

Stainless Steel

Stainless Steel

Case material

Stainless steel, DIN bayonet
ring

Stainless steel, DIN bayonet
ring

Phenolic case and bayonet
ring, with baffle wall and
blow-out back

Window Instrument glass Instrument glass Laminated safety glass
IP class IP 54 IP 65 IP 65
Data sheet (downlcad at) DS 1410 DS 1420 DS 1430

www.ritherm.com

Options/notes

*Lower, back entry, panel
mount or surface mount

*Lower, back entry, panel
mount or surface mount

G RiTHERM www.hidropaks.com.tr

*Lower entry
*DS1431 with brass wetted
parts



PDF Compressor Free Version

CAPSULE AND DIAPHRAGM PRESSURE GAUGES

Stainless steel
diaphragm gauge

Single diaphragm series, 10
times over pressure protection

Designation Single diaphragm
series

Application For gaseous and dry, mainly || For gaseous and dry, also For gaseous and liquid, also
medical equipment fluctuating gas in corrosive media and

environment

Model 1440 1445 1450

Nominal size (mm) @50 @100 ®(100, 160)

Scale ranges 0-25 to 600mbar 0-15psi 0-16mbar to 25bar

Accuracy class 1.6 &(50) 1.0 ®(100) 2.5,1@® (100, 160)

Pressure connection M5 female 1/4" @(100) 1/2" @(100, 160)

Beryllium diaphragm, brass

Beryllium diaphragm, brass

Stainless steel

Wetted parts connection connection

Case material Stainless steel case, Stainless steel case,
bayonet ring bayonet ring

Window Plastic Laminated safety glass

IP class IP 54 IP 55

Data sheet (downlead at) || DS 1440 DS 1445 DS 1450

www.ritherm.com

Options/notes *Back entry “Lower entry *Lower entry

“10 times over pressure
protection for option
*Model 1446

*With chrome plated
hexagon gas test boady for
option

GR'TH ERM www.hidropaks.com.tr

*Flange end for option
*Electric contact for option
*Liquid filled for option
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PRECISION TEST GAUGES

Designation

Test gauge, copper
alloy wetted parts

Test gauge, All
stainless steel series

Test gauge, All stainless
steel series, bayonet ring

Application Gaseous and liquid media, Gaseous and liqguid media, Gaseous and liguid media,
especially for testing and especially for testing and especially for testing and
calibration calibration, also corrosive calibration, also corrosive

media media

Model 1500 1502 1503

Nominal size (mm) @150 @150 @150

Scale ranges -1 to 400bar -1 to 1000bar -1 to 1000bar

Accuracy class

0.5, 0.25 B(150)

0.5, 0.25 ®150)

0.5, 0.25 @(150)

Pressure connection

1/2" ®(150)

1/2" @(150)

1/2" ®(150)

Wetted parts

Copper alloy

Stainless steel

Stainless steel

Case material

Black steel case and bezel

Stainless Steel case and
bezel

Stainless steel case,
bayonet ring

Window Instrument glass Instrument glass Instrument glass
IP class IP 43 IP 43 IP 65
Data sheet (download at) DS 1500 DS 1502 DS 1503

www.ritherm.com

Options/notes

*Model 1501 with stainless
steel case

“Lower, back entry, panel
mount or surface mount

“Lower, back entry, panel
mount or surface mount

GR'TH ERM www.hidropaks.com.tr

*Lower, back entry, panel
mount or surface mount
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PRECISION TEST GAUGES

Test gauge, solid brass case Test gauge, solid aluminum case

Application Gaseous and liquid media, especially for Gaseous and liquid media, especially for
testing and calibration testing and calibration
Model 1510 1520

Nominal size (mm)

@80

@(120, 160)

Scale ranges

0-70bar

-1+600bar

Accuracy class

0.5, 1 B(80)

0.5, 0.25 ®(120, 160)

Pressure connection

1/4" ®(80)

1/2" ®(120, 160)

Wetted parts

Copper alloy

Copper alloy

Case material

Forged brass and bayonet ring

Forged Aluminum

Window

Instrument glass

Laminated safety glass

IP class

IP 43

IP 54

Data sheet (download at)
www.ritherm.com

DS 1510

DS 1520

Options/notes

*Lower entry

*“Lower or back entry @160 with back entry
only

*Model 1530 with stainless steel wetted
parts

GR'THERM www.hidropaks.com.tr
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DIFFERENTIAL PRESSURE GAUGES

Designation Parallel entry with bourdon
tube, double pointers

Parallel entry with bourdon tube,
double pointers, stainless steel series

Process industry, all
welded construction

Application For gaseous and liquid Gaseous, liquid, and Gaseous, liquid, and
media corrosive media or corrosive | corrosive media or comrosive
environment environment
Model 1600 1602 1610
Nominal size (mm) @100 @100 ®(100, 150)
Scale ranges 0-1to 100bar 0-1 to 100bar 0-25bar

Accuracy class 1.6 @(100) 1.6 @(100) 1.6 ®(100, 150)

Pressure connection 1/2" $(100) 1/2" ©(100) 1/4" female @(100, 150)
Wetted parts Copper alloy Stainless Steel Stainless Steel

Case material Black steel case Stainless Steel Stainless steel, bayonet ring
Window Instrument glass Instrument glass Laminated safety glass

IP class IP 43 IP 43 IP 65

Data sheet (download at) DS 1600 DS 1602 DS1610

www.ritherm.com

Options/notes

*Model 1601 with stainless
steel case

*Lower entry or surface
mount

“Lower entry or surface
mount

GR'THERM www.hidropaks.com.tr

*Lower entry
*Liquid filled case
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DIFFERENTIAL PRESSURE GAUGES

Designation Process industry, high
static pressure

Capsule differential
gauge

Magnetic piston and
compression spring

pplication Gaseous, liquid, and Lower pressure gaseous For gaseous and liquid
corrosive media or cormosive || media media
environment

Model 1620 1630 1640

Nominal size (mm) ®(100,150) @63 ®80

Scale ranges 0-60mbar to 40bar 0-25mbar 0-2.5bar

Accuracy class 2.5, 1.6 ©(100, 150) 2.5%(63) 4 $(80)

Pressure connection 1/2" female ®(100, 150) Pipe fitting ®(63) 1/4" female @(80)

Wetted parts Stainless Steel Copper alloy Compression spring, stain,

steel magnetic piston,
stainless steel and barium-
ferrit

Case material

Stainless steel, bayonet ring

Stainless steel

Forged aluminum

Window Laminated safety glass Polycarbonate Plastic
IP class IP 65 IP 65 IP 65
Data sheet (download at) DS 1620 DS 1630 DS 1640

www.ritherm.com

Options/notes

22]

*Lower or surface mount,
pipe clamp mount

*Back entry with panel
mount

GR!THERM www.hidropaks.com.tr

*Lower or back entry
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ELECTRIC CONTACT PRESSURE GAUGES

Industrial electric
contact gauge

Designation Standard electric
contact gauge

Industrial electric
contact gauge

Application Gaseous and liquid media Gaseous and liquid media Gaseous and liquid media
Model 1700 1705 1711
Nominal size (mm) ®(63.100, 150) @(100, 150) ®(63, 100, 150)

Scale ranges

-1 to 600 bar (63, 100, 150)

-1 to 600bar (100, 150)

-1 to 1000bar

Accuracy class

2.5®(63)
1.6 ®(100, 150)

1.6 (100, 150)

2.50(63)
1.6 ®(100, 150)

Pressure connection

1/4" ®(63)
1/2" ®(100, 150)

1/2" ®(100, 150)

1/4" ®(63)
1/2" @(100, 150)

Wetted parts Copper alloy Copper alloy Copper alloy

Case material Black steel Steel Stainless steel case,
bayonet ring

Window Polycarbonate Instrument glass Laminated safety glass

IP class IP 54 IP 54 IP 54

Data sheet (download at) DS1700 DS1705 DS1711

www.ritherm.com

Options/notes

*Lower, back entry, panel
mount or surface mount

“Lower, back entry, panel
mount or surface mount

GR‘THERM www.hidropaks.com.tr

*Lower, back entry, panel
mount or surface mount
*Model 1710 with black steel
case

*Model 1712 with stainless
steel case and liquid filled
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ELECTRIC CONTACT PRESSURE GAUGES

Inductive electric
contact gauge

Designation Industrial electric contact
gauge, stainless steel series

Diaphragm low pressure
electric contact gauge

Application Gaseous, liquid, and Particularly safety process Particularly safety process
corrosive media or corrosive industry industry
environment

Model 1713 1720 1730

Nominal size (mm) ®(63, 100, 150) @(100, 150) ©(100, 150)

Scale ranges -1 to 1000bar -1 to 1000 bar 0-16mbar to 25bar

Accuracy class

2.5®(63)
1.6 ®(100, 150)

1.6 ®(100, 150)

25,1.6 (100, 150)

Pressure connection

1/4" ®(63)
1/2" ®(100, 150)

1/2" ®(100, 150)

1/2" ®(100, 150)

Wetted parts Stainless Steel Stainless Steel Stainless Steel

Case material Stainless steel, bayonet ring || Stainless Steel, bayonet ring Stainless steel, bayonet ring
Window Laminated safety glass Laminated safety glass Laminated safety glass

IP class IP 65 IP 65 IP 65

Data sheet (download at) || DS1713 DS 1720 DS 1730

www.ritherm.com

Options/notes

*Lower, back entry, panel
mount or surface mount
*Model 1714 with liquid filled

“Lower, back entry, panel
mount or surface mount
*Necessary to equipped with
safety control relays

GR‘THERM www.hidropaks.com.tr

*Lower, entry

*Model 1731 with inductive
contact

*Liquid filled for option
*Flange end process
connection
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ELECTRIC CONTACT PRESSURE GAUGES

Designation Multi electric contacts gauge Explosion proof pressure gauge with
transmitter

Application Ggaseous, liquid, and corrosive media or Gaseous, liquid, and corrosive media or
corrosive environment corrosive environment
Model 1740 1750

Nominal size (mm)

®100, 150

@100, 150

Scale ranges

0-16mbar to 25bar

-1 to 600bar

Accuracy class

2.5, 1.6 ®(100, 150)

1.6 ®(100, 150)

Pressure connection

1/2" @(100, 150)

1/2" ®(100, 150)

Wetted parts Stainless Steel Stainless Steel

Case material Stainless steel, bayonet ring Stainless steel, bayonet ring
Window Laminated safety glass Laminated safety glass

IP class IP 65 IP 54

Data sheet (download at)
www.ritherm.com

DS 1740

DS1750

Options/notes

*Lower, back entry, panel mount or surface
mount

*Lower entry or surface mount
*Transmitter with 4-20mA output, ceramic
chip with 0.5% accuracy

GR'THERM www.hidropaks.com.tr



PDF Compressor Free Version :»s,-,f&

PRESSURE SWITCH

Designation Economic compact design J Facility Pressure
pressure switch Switch

Explosion proof
pressure switch

Application Pressure control Pressure control Harsh condition pressure
control

Model 1780 1782 1788

Adjustable range (Mpa) 0.03 to 0.34MPa to 0.91t0 5.7 Kpato 0.015 to 0.095 Kpa to

Max.working pressure 2.76 to 32.41Mpa 9 to 57 Kpa 3.75t0 23.75 Kpa

Body material Aluminum Aluminum Aluminum

Wetted parts Copper alloy Stainless steel Stainless steel

Switch output Single SPDT Single SPDT 1or2 SPDT, DPDT

Process connection 1/2", 3/8", 1/4" 1/2", 3/8", 1/4" 1/2", 3/8", 1/4"

Electric connection DIN 43650 1/2" Female 3/4" Female

Accuracy +/-1.5% +-1,1.5% +/-1, 1.5%

Data sheet (download at) DS 1780 Ds1782 DS 1788

www.ritherm.com

Options/notes

*Model 1781 Heremetically
sealed Jiggle Pressure switch
“Model 1783 Bellow Tube
Differential pressure switch
“Model 1785 Multi-contacts

Pressure switch

“Model 1786 Stainless steel
compact pressure switch

GR‘THERM www.hidropaks.com.tr
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ACCESSORIES

Designation Syphon Adjustable snubber Filter snubber

Application For protection against For protect gauges against For protection gauges
excessive pulsation and the effects of pressure against dirty
heat pulses and pressure peaks
Model 1900.01 for trumtet shape #1900.10 #1900.20
syphon
1900.02 for U shape syphon
Material Stainless steel, steel Stainless steel, brass Stainless steel, brass
Data sheet (download at) || DS 1900.01 DS 1900.10 DS 1900.20
www.ritherm.com DS 1900.02
Options/notes

G RiTHERM www.hidropaks.com.tr
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ACCESSORIES
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Designation Over pressure Cooling Tower Special angle
protector

Application For protect gauges against For protection against For special installation
the effects of pressure excessive pulsation and requirement

pulses and pressure peaks heat

Model #1900.30 #1900.40 #1900.50
Material Stainless steel Stainless steel Stainless steel
Data sheet (download at) DS 1900.30 DS 1900.40 DS 1900.50

www.ritherm.com

Options/notes

25,

GR'TH ERM www.hidropaks.com.tr
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ACCESSORIES

Capillary tube Adaptor

Application To mount with pressure gauge and For adapt, mount and seal pressure gauges

diaphragm seal for remote reading

Model #1900.60 #1900.70

Material Stainless steel Brass, stainless steel

Data sheet (download at) DS 1900.60 DS 1900.70

www.ritherm.com

Options/notes

2,

G RiTHERM www.hidropaks.com.tr
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INSTRUMENT VALVE

Designation Brass gauge cock DIN standard gauge DIN standard gauge
cock, 2 way cock, 3 way

For pressure gauge isolation

For pressure gauge isolation

Application For pressure gauge isolation

Model 1950.01 1950.02 1950.03
Wetted part Copper alloy Copper alloy Copper alloy
Max.working pressure | 16 25

PN

Thread size 1/2" 1/2"

Data sheet (download at) | DS 1950.01 DS 1950.02 DS 1950.03

www.ritherm.com

Options/notes “MxF, FxF *MxF, FxF

@ |

*MxF, FxF

G RiTHERM www.hidropaks.com.tr
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INSTRUMENT VALVE

Designation Brass needle valve, 2 Brass needle valve, 3 | Stainless steel forged
way way body needle valve

Application For pressure gauge isolation || For pressure gauge isolation For pressure gauge isolation

and media checking

Model 1960.02 1960.03 1960.05
Wetted part Copper alloy Copper alloy Stainiess steel
Max.working pressure || 100 100 400

PN

Thread size 1/4, 3/8", 1/2" 1/4, 3/8", 1/2" 3/8", 1/2"
Data sheet (downlcad at) || DS 1960.02 DS 1960.03 DS 1960.05

www.ritherm.com

Options/notes *MxF, FxF *MxF, FxF FacF

G RiTHERM www.hidropaks.com.tr
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INSTRUMENT VALVE

Designation Stainless steel needle Forged body needle Standard needle valve
valve with welded stub valve, aluminum handle

Application For pipe isolation For pressure gauge isolation For pressure gauge isolation

Model 1960.06 #1960.10 1961

Wetted part Stainless steel Stainless steel, copper alloy Carbon steel, stainless steel

Max.working pressure || 100 400 400,700

PN

Thread size 3/18", 1/2" 1/4, 3/8", 1/2" 1/4, 3/8", 1/2", 3/4", 1"

Data sheet (downlcad at) || DS 1960.06 DS 1960.10 DS 1961

www.ritherm.com

Options/notes *3/8" or 1/2" welded pipe *FxF, MXF *MxF, FxF

connection *Soft seat or metal seat

Model 1962: stainless steel

G RiTHERM www.hidropaks.com.tr
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INSTRUMENT VALVE

Designation

LT

Mini needle valve

In-line check valve

2 way valve manifold

Application For pressure gauge isolation || Flow direction control Block, bleeding and
calibrating pressure
instruments

Model 1965 1970 #1980.20

Wetted part Carbon steel, stainless steel || Brass, stainless steel Carbon steel, stainless steel

Max.working pressure || 400 125,400,700 400

PN

Thread size 1/4" 1/4",1/2" 1/2"

Data sheet (downlcad at) || DS 1965 DS 1970 DS 1980.20
www.ritherm.com

Options/notes *MxM, MxF *MxF, FxF

GR'TH ERM www.hidropaks.com.tr
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INSTRUMENT VALVE

Designation

3 way valve manifold

5 way valve manifold

5 way valve manifold

Application Bblock, bleeding, balance Block, bleeding, balance and Block, bleeding, balance and
and calibrating pressure calibrating pressure calibrating pressure
instruments instruments instruments

Model #1980.30 #1980.50 1980.51

Wetted part Carbon steel, stainless steel || Carbon steel, stainless steel Carbon steel, stainless steel

Max.working pressure || 400 125,400 400

PN

Thread size 1/2" 1/2" 1/2"

Data sheet (download at) [| DS 1980.30 DS 1980.50 DS 1980.51

www.ritherm.com

Options/notes

(34]

*Thread connection, flange

connection

*Thread connection, flange

connection

GR‘THERM www.hidropaks.com.tr

*Thread connection, flange

connection
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GLASS THERMOMETERS

Designation

V-line Glass

thermometer

" —

T A o B i

B

Metal bushing glass
thermometer

Metal bushing glass
thermometer, SS series

Application Marine Industry Marine Industry Marine Industry
Model 2103 2105 2107

Body length (mm) 110, 150, 200 120, 150, 200 120, 150, 200
Scale ranges -40+60 °C to 0-600 °C -30+50 to 0-500 °C -30+50 to 0-500 °C
Accuracy class +/-1,2,5,10°C +/-1,25,5%C +/-1,2.5,5°C

Design Removable thermowell, Removable thermowell, Removable thermowell,
thread or screw fixed thread fixed thread fixed

Pressure rating, maxin | 16 or40 16 or 40 40

bar of thermowell/stem

Wetted parts Copper alloy up to 200 *C Copper alloy Stainless steel
Steel or stainless steel up
to 600 °C

Connection Straight, 90° angle, 135° Straight, 90° angle, 1/2" Straight, 90° angle, 1/2"

angled, 1/2"

Case material

Aluminum, Golden finish

Polished brass case

Stainless steel

Data sheet (download at)
www.ritherm.com

DS 2103

DS 2105

DS 2107

Options/notes

(35]

*Model 2101 in 30mm width
body

*Model 2102 in 34mm width
body

*Model 2103 in 36mm width
body

*Model 2104 in black finish
body 36mm width

*Model 2106 with chrome
plated steel case and stem

GR‘THERM www.hidropaks.com.tr

*Model 2108 with extended
length stem in straight form
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GLASS THERMOMETERS

Designation

Economic series,

Economic series,

7", 9" aluminum case,

steel case plastic case straight stem
Application HVAC service | HVAC service Industrial process
Model 2110 2115 2120
Body length 200 mm 165 mm i b
Scale ranges -40+110 °F to 40-280 °F -40+110 °F to 50-400 *F -40+110 °F to 30-300 °F
Accuracy class +-2°F +/-2,5F +/-1,2,5F

Design

Removable thermowell,

Removable thermowell,

Stem with removable

thread fixed thread fixed thermowell, thread fixed
Pressure rating, maxin | 16 16 16
bar of thermowell/stem
Wetted parts Copper alloy, steel Copper alloy, steel Copper alloy
Connection Straight, 90° angle, 1/2" Straight, 90° angle, 1/2" Straight, 1/2", 3/4"

Case material

White painted steel

Gray plastic

Aluminum

Data sheet (download at)
www.ritherm.com

DS 2110

DS 2115

DS 2120

Options/notes

(36]

*Model 2111 with enmaled
ceramic body

*Model 2116 with 3 pcs
thermowell

GR'THERM www.hidropaks.com.tr
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GLASS THERMOMETERS

Designation

7",9" adjustable angle
glass thermometers

Brass stem glass
dipping thermometer

Marine Industry or laboratory

Brass stem glass

dipping thermometer

Application Industrial process Marine Industry
Model 2121 2124 2126

Body length 79" 325 mm 325 mm

Scale ranges -40+110 °F to 30-300 °F -30+50°C to -10-360 G -10-110°C
Accuracy class +/-1,2,5°F +/-1,2,5°F +/-1°C

Design Stem with removable Brass protection case Brass protection case with
thermowell, thread fixed brass scoop

Pressure rating, maxin | 16

bar of thermowell/stem

Wetted parts Copper alloy Copper alloy Copper alloy

Connection Every angle, 3/4" Hand hold or with hook Hand hold or with hook

Case material

Plastic

Brass

Brass

Data sheet (download at)
www.ritherm.com

DS 2121

DS 2124

DS 2126

Options/notes

*Model 2122 with aluminum
case

*Model 2125 with stainless
steel case

Model 2127 with stainless
steel case

GR'THERM www.hidropaks.com.tr
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GLASS THERMOMETERS

Designation

Brass stem glass

dipping thermometer

Copper case glass
scoop thermometer

S e T R T

Standard Lab glass
thermometer

Application Marine Industry Marine Industry Lab, indoor, outdoor
Model 2128 2130 2260
Body length (mm) 315 300
Scale ranges -10-110°C -10+120C -10+110 *C to 0-400 *C
Accuracy class +-1°C +-1°C +-0.5,1,2°C
Design Brass protection case with Copper case with scoop Solid body
brass scoop
Wetted parts Copper alloy Copper alloy
Connection Hand hold or with hook Hand hold or with hook Hand hold or with hook
Case material Brass Copper
Data sheet (download at) DS 2128 DS 2130 DS 2260

www.ritherm.com

Options/notes

(38]

*Model 2129 with stainless
steel case

GR'THERM www.hidropaks.com.tr

* Different length on request
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GLASS THERMOMETERS

Designation Min-Max glass Dry and wet glass Plastic case glass
thermometer thermometer thermometer

Application Lab, indoor, outdoor Lab, indoor, outdoor Indoor, outdoor

Model 2261 2263 2264

Body length (mm) 230 300 up to 400

Scale ranges -50+40°C -10+50 “C -30+50 °C

Accuracy class +-1°C +/-1°C +/-1°C

Design With hook With hook Wwith hook
Connection Hook Hook Hook or surface mount
Case material Plastic Plastic Plastic

Data sheet (download at) DS 2261 DS 2263 DS 2264

www.ritherm.com

Options/notes *Model 2360 Min-Max
thermometer in bimetal
system

(30]

GR‘THERM www.hidropaks.com.tr
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GLASS THERMOMETERS

Designation

wood case glass
thermometer

Swimming pool glass
thermometer

Garden glass
thermometer

Application Indoor, outdoor Swimming pool Garden,outdoor

Model 2265 2266 2267

Body length Up to 300 150 380

Scale ranges -30+50°C -10+50 “C -30+50 °C

Accuracy class +/-1°C +/-1°C +/-1°C

Design With hook Plastic case with rope Molded steel case for
surface mount

Connection Hook or surface mount Rope Surface mount

Case material Wood Plastic Black steel

Data sheet (download at) DS 2265 DS 2266 DS 2267

www.ritherm.com

Options/notes

(40]

*Body length 650mm on
request

GR‘THERM www.hidropaks.com.tr
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GLASS THERMOMETERS

Designation Fridge freeze Wine thermometer
thermometer

Sight level and
temperature gauge

Application Fridge freezer Wine Industrial process
Model 2268 2269 2275

Body length 149 130 51

Scale ranges -40+20 "GFF 0-40°C 30-80 *CFF
Accuracy class +-1%C +-1°C +-5%C

Design Stainless steel bracket Wooden wine tank shape Sight level and glass
installation handle thermometer inside body

Connection Surface mount Hand hold Back wall mount

Case material Plastic Steel chrome

Data sheet (downlcad at) DS 2268 DS 2269 DS 2275

www.ritherm.com

Options/notes

GR'TH ERM www.hidropaks.com.tr
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BIMETAL THERMOMETERS

Designation Economic HVAC bimetal Economic HVAC bimetal Economic HVAC bimetal
thermometer with thermowell | thermometer with thermowell § thermometer with adjustable flange

Application HVAC service HVAC service HVAC service

Model 2300 2302 2305

Nominal size (mm) $(40, 63, 80, 100) @40 ®(63, 80, 100)

Scale ranges -40+60 "G to 0-120%C (0-80, 0-100, 0-120) °C -40+60 *C to 0-120°C

Accuracy class 25 25 25

Design Stem with removable Stem with spring clip,removeable || Adjustable flange on stem
thermowell, friction-retained || thermowell, friction-retained with retainer screw

Pressure rating, maxin| 6 6

bar of thermowell/stem

Wetted parts Copper alloy Copper alloy Copper alloy

Connection Center back, 1/2" Center back, 1/4" Center back, flange dia

40mm

Case material Chrome plated steel, Stainless steel Chrome plated steel,
stainless steel bezel stainless steel bezel

Window Glass Plastic Glass

Data sheet (download at) DS 2300 DS 2302 DS 2305

www.ritherm.com

Options/notes *Model 2301 with extended
length stem

@

GR'TH ERM www.hidropaks.com.tr
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BIMETAL THERMOMETERS

Designation

Dial pipe bimetal

Industrial bimetal

Stainless steel industrial

thermometer with spring J thermometer with thermowell § series, crimped ring
Application Pipe, radiator dial HVAC and industrial use Corrosive medial or
temperature without corrosive environment
environment
Model 2306 2310 2320
Nominal size ®63 mm @100 mm 3", 5"
Scale ranges 0-120°C -40+60 °C to 0-500°C -40+60 *C to 0-600 °C
Accuracy class 25 1.6 1.6,1.0

Design

Stem with bracket, fix on
pipe with spring

Stem with removable
thermowell, screw-retained

Stem with thread

Pressure rating, max in
bar of thermowell/stem

6 or 25

25

Wetted parts Copper alloy Copper alloy or stainless Stainless steel
steel
Connection Center back Lower or center back entry Lower, center back, every

angle, 1/2", match
thermowell crimped ring

Case material

Chrome plated steel,
stainless steel bezel

Black steel case and friction
bezel

Stainless steel, adjustable
at black

Window

Glass

Glass

Glass

Data sheet (download at)
www.ritherm.com

DS 2306

DS 2310

DS 2320

Options/notes

®

*Model 2307 with concave
back, fix on pipe with spring

*Model 2311 with bayonet
ring case

GR'TH ERM www.hidropaks.com.tr
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BIMETAL THERMOMETERS

Designation

Stainless steel industrial
series, bayonet ring

Stainless steel
industrial series

Sanitary bimetal
thermometer

Application Corrosive media or Corrosive media or Sanitary industry process
environment environment

Model 2322 2325 2330

Nominal size (mm) ®(63, 80, 100, 150) ®(100, 150) ®100

Scale ranges -40+60°C to 0-600 *C -40+60%C to 0-600 °C -40+60%C to 0-400°C

Accuracy class 1.8 1.6 1.6

Design Stem with thread Stem with thread Stem with clamping

connection
Pressure rating, max in || 25 25 25

bar of thermowell/stem

Wetted parts

Stainless steel

Stainless steel

Stainless steel

Connection

Lower, center back, every
angle, 1/2", match
thermowell

Lower, center back, every
angle, 1/2", maich
thermowell

Lower, center back, 1.5" or
2" according to SO or DIN
standard

Case material

Stainless steel case,
bayonet ring

Stainless steel

Stainless steel

Window

Glass

Glass

Glass

Data sheet (download at)
www.ritherm.com

DS 2322

DS 2325

DS 2330

Options/notes

4y

*63 mm without every angle
connection

“Lower entry with bayonet
ring case, back and every
angle with crimped ring,
adjustableat black

G RITHERM www.hidropaks.com.tr
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BIMETAL THERMOMETERS

Standard bimetal thermometer
with magnetic electric contact

Stainless steel industrial
sereis with indicator

Designation Process industry series with

magnetic electric contact

HVAC service

Application Transformer oil industry Corrosive medial or
environment

Model 2333 2340 2345

Nominal size (mm) ©(80,100) @100 ®100

Scale ranges 0-120°C 0-120 °G to 0-200 °C -40+60 *C to 0-600 °C

Accuracy class 1.6 1.6 1.6,1

Design Stem with removable Stem with removable Stem with thread
thermowell, screw-retained || thermowell, screw-retained

Pressure rating, maxin | 25 6 25

bar of thermowell/stem

Wetted parts Stainless steel Black steel case and bezel Stainless steel
Connection Lower, center back, 1/2" Lower entry, 1/2" Lower entry, 1/2"
Case material Stainless steel Copper alloy Stainless steel
Window Glass Polycarbonate Glass

Data sheet (download at) DS 2333 DS 2340 DS 2345

www.ritherm.com

Options/notes

@

*Red maximum memory
indicator pointer

G RiTHERM www.hidropaks.com.tr
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contact
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BIMETAL THERMOMETERS

Designation Oven bimetal thermometer | Oven bimetal BBQ cooking
with magnetic at back thermometer thermometer

Application Oven industry Oven industry Cooking

Model 2350 2351 2352

Nominal size (mm) @(50, 63) 75x 47 75 x 47

Scale ranges 0-200°C to 0-400 °C 0-400°C 0-400*C

Accuracy class 2.5 25 2.5

Design Stay on the wall of oven with || Fix on the wall of oven with | Hand hold, with stainless
2 or 3 magnetic at back of screw steel spring clip
case

Wetted parts Stainless steel Stainless steel Stainless steel

Connection Wall mounting Back wall mounting Center back

Case material Stainless steel Stainless steel, oval shape Stainless steel

Window Glass Glass Glass

Data sheet (download at) DS 2350 DS 2351 DS 2352

www.ritherm.com

Options/notes

46,

G RiTHERM www.hidropaks.com.tr
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BIMETAL THERMOMETERS

Designation

BBQ cooking
thermometer

BBQ oven thermometer

BBQ oven thermometer

Application Cooking Oven industry Oven industry

Model 2353 2355 2356

Nominal size (mm) @(25, 35, 45, 50) ®(50, 76) ®(83, 125)

Scale ranges 0-350°C 50-550 °F 50-550 °F

Accuracy class 2.5 25 2.5

Design Hand hold, with protection Stem with thread Stem with thread
plastic pocket

Wetted parts Stainless steel Stainless steel Stainless steel

Connection Center back Center back Center back

Case material

Stainless steel

Stainless steel

Stainless steel

Window

Plastic

Glass

Glass

Data sheet (download at)

www.ritherm.com

DS 2353

DS 2355

DS 2356

Options/notes

“With stainless steel spring

clip for option

*Adjust able at black of case
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BIMETAL THERMOMETERS

Designation Oven or refrigeration Fridge freeze thermometer | Min-Max bimetal
thermometer with stand J with plastic case thermometer

Application | Oven or refrigeration .I Refrigeration industry or Lab, indoor, outdoor
industry weather

Model 2358 2359 2360

Nominal size (mm) 50

Scale ranges -50-300 °C -50+50 °C -50+40°C

Accuracy class 2.5 25 25

Design Stand or hang Hang Stand or hang

Wetted parts Stainless steel Plastic Plastic

Connection Stand or hang hang Stand or hang

Case material Stainless steel Plastic Plastic

Window Glass Plastic Plastic

Data sheet (download at) DS 2358 DS 2359 DS 2360

www.ritherm.com

Options/notes

@
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GAS ACTUATED THERMOMETERS

Designation

Process industry
stainless steel series

Process industry stainless
steel series, DIN case

Process industry stainless steel
series with electric contact

Application Corrosive media or Corrosive media or Corrosive media or
environment environment environment, with
temperature control
Model 2400 2405 2408
Nominal size (mm) (80, 100, 150) @(100, 150) @(100, 150)

Scale ranges

-40+60 "G, 50-650 *C

-40+60 °C, 50-650 “C

-40+60 *C, 50-650 °C

Accuracy class

1.6

1.6

1.6

Design

Capillary remote reading,
stem with thread

Capillary remote reading,
stem with thread

Capillary remote reading,
stem with thread

Pressure rating, max in
bar of thermowell/stem

25

25

25

Wetted parts

Stainless steel

Stainless steel

Stainless steel

Connection

Lower or center back,
surface or panel mount, 1/2"

Lower or center back,
surface or panel mount, 1/2"

Lower or center back,
surface or panel mount, 1/2"

Case material

Stainless steel case,
bayonet ring

Stainless steel, DIN bayonet
ring

Stainless steel case,
bayonet ring

Window

Glass

Glass

Glass

Data sheet (download at)
www.ritherm.com

DS 2400

DS 2405

DS 2408

Options/notes

(49]

*Model 2401 with stainless
steel spiral tube and
adjustable screw on top of
case

*Liquid filled for option

“Model 2406 with mercury
filled for stable 1% accuracy
*Liquid filled for option
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GAS ACTUATED THERMOMETERS

Designation

Process industry stainless
steel series, straight stem

Process industry stainless steel
series, straight stem,everyangle

Exhaust gas
thermometer

Application Corrosive media or high Corrosive media or Marine diesel engine
vibration environment environment

Model 2410 2414 2415

Nominal size (mm) (80, 100, 150) @(100, 150) @100

Scale ranges -40+60 "G to 50-650 °C -40+60 °C to 50-650 *C 50-650 *C

Accuracy class 1.6 1.6 1.6

Design Straight stem design, stem Every angle, stem with Stem with thread
with thread thread

Pressure rating, maxin | 25 25 25

bar of thermowell/stem

Wetted parts

Stainless steel

Stainless steel

Stainless steel

Connection

Lower or center back entry,
direct mount, 1/2", 3/4"

Lower or center back entry,
direct mount, 1/2"

Lower or center back entry,
direct mount, 1/2", 3/4"

Case material

Stainless steel case,
bayonet ring

Stainless steel case,
bayonet ring

Die casting aluminum

Window

Glass

Glass

Glass

Data sheet (download at)
www.ritherm.com

DS 2410

DS 2414

DS 2415

Options/notes

(50]

*Model 2411 with mercury
filled for stable 1% accuracy
*Liquid filled for option

GR'THERM www.hidropaks.com.tr
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GAS ACTUATED THERMOMETERS

Designation

Standard industrial
thermometer, bayonet ring

Standard industrial

thermometer, crimped ring

Standard industrial thermometer,
one piece case and flange

Application Not corrosive process Not corrosive process Not corrosive process
industry industry industry

Model 2420 2421 2422

Nominal size (mm) ®(100, 150) @100 @88

Scale ranges -40+60°C to 0-200 *C -40+60°C to 0-200 *C -40+60°C to 0-200°C

Accuracy class 1.6 1.6 1.6

Design Copper capillary remote Copper capillary remote Copper capillary remote
reading, stem with thread reading reading

Pressure rating, maxin| 6 6 6

bar of thermowell/stem

Wetted parts Copper alloy Copper alloy Copper alloy

Connection Lower or center back, Lower or center back, Center back entry, panel

surface or panel mount, 1/2"

surface or panel mount

mount 1/4"

Case material

Stainless steel case,

Stainless steel case,

Stainless steel

bayonet ring crimped ring
Window Glass Glass Plastic
Data sheet (download at) DS 2420 DS 2421 DS 2422

www.ritherm.com

Options/notes

*“Liquid filled for option
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GAS ACTUATED THERMOMETERS

Designation Economic industrial Economic industrial Stainless steel oven

thermometer with plastic case J thermometer with plastic case § capillary thermometer
Application HVAC industry | HVAC industry | Oven industry
Model 2430 2431 2440
Nominal size (mm) ®100 @100 ®(50, 63)
Scale ranges -40+60°C to 0-200 *C -40+60 *C to 0-200°C 0-500*C
Accuracy class 1.6 1.6 25

Design Copper capillary remote Copper capillary remote Stainless steel capillary
reading, stem with thread reading remote reading

Pressure rating, maxin| 6 6 25

bar of thermowell/stem

Wetted parts Copper alloy Copper alloy Stainless steel

Connection Lower entry surface mount Lower entry surface mount Center back entry, panel

1/2"

mount

Case material Plastic Plastic case, chrome plated | Stainless steel case,
steel bezel crimped ring

Window Glass Glass Glass

Data sheet (download at) DS 2430 DS 2431 DS 2440

www.ritherm.com

Options/notes

(52]
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GAS ACTUATED THERMOMETERS

Designation HVAC thermometers

Stainless steel refrigeration
capillary thermometer

Boiler capillary
thermometer

HVAC industry

Application Efrigeration industry | Heating and boiler

Model 2445 2450 2460

Nominal size (mm) @(50, 63) @42, 57) ®(63, 100)

Panel hole (mm) @(37, 52)

Scale ranges -40+60"C -40+60 °C to 0-200°C -40+60 *C to 0-200 °C
Accuracy class 25 25 25

Design Copper capillary remote Copper capillary remote Copper capillary remote
reading reading reading

Pressure rating, maxin| 6 6 6

bar of thermowell/stem

Wetted parts Copper alloy Copper alloy Copper alloy

Connection Center back entry, panel Lower back, panel mount Lower or center back,

mount

surface or panel mount

Case material Stainless steel case ABS ABS
Window Plastic Plastic Plastic
Data sheet (download at) DS 2445 DS 2450 DS 2460

www.ritherm.com

Options/notes

(53]

“Model 2455 in rectangular

shape
case
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DIGITAL THERMOMETERS

Designation Round digital pocket

thermometer

Digital pocket
thermometer

Digital remote
thermometer

BBQ cooking or HVAC

BBQ cooking or HVAC

Application HVAC

Model 2501 2502 with long round head 2505
2503 with adjustable head

Nominal size (mm) 025 ®63

Scale ranges -50+150°C -50+150°C -50+150 %G

Accuracy class +-1,2°C +-12°C +-1,2°C

Design

Battery powered, pocket
design

Battery powered, pocket
design

Battery powered, remote
reading

Wetted parts

Stainless steel

Stainless steel

Stainless steel

Connection Center back Lower entry 2502 Back entry with front flange
Adjustable head 2503

Case material Plastic Plastic Stainless steel

Window LCD LCD Plastic

Data sheet (downlcad at) || DS 2501 DS 2502 DS 2505

www.ritherm.com DS 2503

Options/notes

54
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DIGITAL THERMOMETERS

Designation

Digital min-max Time

Industrial digital

Non contact infrared

thermometer thermometer, water proof § thermometer
Application | HVAC Industrial process, corrosive | Media that can not be
media or environment measured by direct contact
Model 2510 2520 2550
Nominal size (mm) @100
Scale ranges -30+60 "C -50+500 °C 0-200°C to 0-1250 G
Accuracy class +-1,2°C +/-0.5% +-2°C

Design

Battery powered, remote
reading

Batter powered, water proof,
corrosive media free

Battery powered, infrared
design

Wetted parts Copper alloy Stainless steel

Connection Hand hold Lower entry Hand hold
Case material Plastic DMC Plastic
Window LCD LCD LCD

Data sheet (downlcad at) || DS 2510 DS 2520 DS 2550

www.ritherm.com

Options/notes

@
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THERMO-MANOMETERS (TRIDICATORS)

Designation

Plastic case with

Plastic case with check

Steel case with check

capillary valve valve
Application Boiler and heating industry Boiler and heating industry Boiler and heating industry
Model 2700 2710 2720
Nominal size (mm) @(43, 57) @80 @80
Panel hole (mm) @(40, 52)
Scale ranges 0-4, 6bar 0-4,6bar 0-4, 6bar

0-120°C 0-120°C, 0-160°C 0-120°C, 0-160 °C
Accuracy class 2.5 25 2:5

Design

Liquid actuation temperature
system, bourdon tube
pressure system

Bimetal thermometer
system, bourdon tube
pressure system

Bimetal thermometer
system, bourdon tube
pressure system

Wetted parts

Copper alloy

Copper alloy

Copper alloy

Connection Back, panel mount Lower or center back direct | Lower or center back direct
mount mount

Case material Plastic Plastic Steel case and bezel

Window Plastic Plastic Plastic or glass

Data sheet (download at) DS 2700 DS 2710 DS 2720

www.ritherm.com

Options/notes

56,

*Red indication pointer

*Red indication pointer

G RiTHERM www.hidropaks.com.tr

*Red indication pointer
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THERMO-MANOMETERS (TRIDICATORS)

Designation

Enforced stee case
with check valve

Steel case, direct moun

Steel case, crimped
ring

Application Boiler and heating industry Boiler and heating industry Boiler and heating industry
Model 2730 2740 2750
Nominal size (mm) @80 @80 @(63, 80)
Scale ranges 0-4, 6bar 0-30mvp 0-75, 100,200psi
0-120%C, 0-160 *C 0-120%C 70-320 °F/°C
Accuracy class 28 25 25

Design

Bimetal thermometer
system, bourdon tube
pressure system

Bimetal thermometer
system, bourdon tube
pressure system

Bimetal thermometer
system, bourdon tube
pressure system

Wetted parts

Copper alloy

Copper alloy

Copper alloy

Connection Lower or center back direct | Center back direct mount Lower or center back direct
mount mount

Case material Steel case and bezel Steel case and bezel Steel case, crimped ring

Window Glass Glass Plastic

Data sheet (download at) DS 2730 DS 2740 DS 2750

www.ritherm.com

Options/notes

GR'TH ERM www.hidropaks.com.tr

*“Lower mount with friction
ring
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THERMO-MANOMETERS (TRIDICATORS)

Designation

Application

Steel case, poylcarbonate window

Boiler and heating industry

Square steel case

Boiler and heating industry

Model

2760

2770

Nominal size (mm)

@68

89 square

Scale ranges

0-75, 100, 200psi
70-320 °FFC

0-60, 100, 200, 300psi/Hz0
60-260 *F/°C

Accuracy class

28

28

Design

Bimetal thermometer system, bourdon tube
pressure system

Bimetal thermometer system, bourdon tube
pressure system

Wetted parts Copper alloy Copper alloy

Connection Lower or center back direct mount Lower or center back direct mount
Case material Steel case Square steel case

Window Plastic Glass

Data sheet (download at)
www.ritherm.com

DS 2760

DS 2770

Options/notes

@
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THERMOWELLS

Designation

To screw in, three piece

To screw in, solid

To weld in, solid

fabricated construction machined machined
Model 2800 2810 2820
Connection 1/2"Mor F 1/2"MorF 1/2" Mor F
Process 1/2", 3/4" M or F 1/2", 3/4" Mor F To weld in
Material 160 °C with copper alloy 160 °C with copper alloy 600 °C

600 °C with stainless steel 600 °C with stainless steel
Max. working temp 16bar Copper alloy 16bar Copper alloy 150bar
Max.pressure rating 40bar stainless steel 40bar stainless steel
Data sheet (download at) DS 2800 DS 2810 DS 2820

www.ritherm.com

Options/notes

@

*Straight stem, tapered stem

or stepped stem on request

G RiTHERM www.hidropaks.com.tr

*Straight stem, tapered stem
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THERMOWELLS

Designation

Thermowell with flange,
fabricated construction

To screw in, solid
machined

2840

Thermowell with for
saniting in dustry

2850

Model 2830

Connection 1/2"Mor F 1/2"MorF 1/2"Mor F

Process Flange per DIN or ANSI Flange per DIN or ANSI 1.5" or 2" clamp connection
standard standard according to ISO or DIN standard

Material Stainless steel Stainless steel Stainless steel

Max. working temp 600 °C 600 "C 600°C
Max.pressure rating 150bar 150bar 150bar
Data sheet (download at) f| DS 2830 DS 2840 DS 2850

www.ritherm.com

Options/notes

@

*Straight stem, tapered stem

or stepped stem on request

*Straight stem, tapered stem

or stepped stem on request

G RiTHERM www.hidropaks.com.tr

*Straight stem, tapered stem

or stepped stem on request
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Pressure transmitters

Designation Pressure transmitter, Pressure transmitter

standard, aluminum body

Pressure transmitter,
standard

Application Standard industrial Standard industrial Mechanical engineering
applications applications

Model 3000 3003 3010

Accuracy 1,0.5,0.25 1,0.5, 0.25 0.5,0.25

Scale ranges

0.1 to 1000bar

0.1 to 1000bar

0-1 to 1000bar

Output signal

4-20mA, 0-5V, 0-10V

4-20mA, 0-5V, 0-10V

4-20mA, 0-5V, 0-10V

Wetted parts

Stainless steel

Stainless steel

Stainless steel

Process Connection

1/2", 1/4" lower entry

1/2", 1/4" lower entry

1/4", lower entry

Electric connection

DIN 43650, flying leads or 4
PIN connector

DIN 43650, flying leads or 4
PIN connector

DIN connector, flying leads
or 4 PIN connector

Body material

Stainless steel, 26mm

Aluminum

Stainless steel

Data sheet (download at)
www.ritherm.com

DS 3000

DS 3003

DS 3010

Options/notes

@

*Zero and span adjustable
*Model 3001 in 28mm dia
body

*Model 3002 in 22mm dia
*Model 3005 with cooling
tower body for high
temperature

G RiTHERM www.hidropaks.com.tr
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Pressure transmitters

Designation Pressure transmitter Pressure transmitter Submersible pressure fransmitter

for level measurement

with flush diaphragm

Application Standard industrial High viscosity or crystallising || Liquid level industry
applications media

Model 3012 3020 3030

Accuracy 0.5,0.25 1,0.5, 0.25 1,0.5, 0.25

Scale ranges

0-1 to 600bar

0-0.1 to 1000bar

0-1 to 200 mH20

Output signal

4-20mA, 0-5V, 0-10V

4-20mA, 0-5V, 0-10V

4-20mA, 0-5V

Wetted parts

Stainless steel

Stainless steel

Stainless steel

Process Connection

1/4", lower entry

1/2", lower entry

Immersion in liquid

Electric connection

DIN connector, flying leads
or 4 PIN connector

DIN 43650, flyingleads or
PIN connector

Flying leads

Body material

Stainless steel

Stainless steel

Stainless steel

Data sheet (download at)
www.ritherm.com

DS 3012

DS 3020

DS 3030

Options/notes

(62]
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Pressure transmitters

Designation

Pressure transmitter with explosion

proof with local reading

Pressure transmitter
for refrigeration

Pressure transmitter for
automobile hydraulic

Application Process industry Refrigeration industry Automobile hydraulic
industry

Model 3040 3050 3060

Accuracy 1,0.5,0.25 1,05 1,05

Scale ranges

0-1 to 2500bar

0-0.1 to 1000bar

0-0.1 to 1000bar

Output signal

4-20mA, 0-5V, 0-10V

4-20mA, 0-5V, 0-10V

4-20mA, 0-5V, 0-10V

Wetted parts

Stainless steel

Stainless steel

Stainless steel

Process Connection

1/2", lower entry

7/16-20 UNF

1[; "

Electric connection

Flying leads

Metric pack connector

Metric pack connector

Body material

Cast aluminum

Stainless steel

Stainless steel

Data sheet (download at)
www.ritherm.com

DS 3040

DS 3050

DS 3060

Options/notes

(63]

*Male and Female process
connection

GR‘THERM www.hidropaks.com.tr
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Pressure transmitters

Designation

Pressure transmitter for
air compressor

Melt pressure transmitter

with rigid stem

Melt capillary pressure gauge with
pressure and temperature transmitter

Application Air compressor High temperature high High temperature high
viscous media viscous media

Model 3070 3100 3112

Accuracy 1,05 0.5 0.5

Scale ranges 0-0.1 to 1000bar 0-50 to 2000bar 0-50 to 2000bar

Output signal 4-20mA, 0-5V, 0-10V 1.5mV/V, 2mV/V, 2.5 mV/V, || 1.5mV/V, 2mV/V, 2.5 mV/V,
3.33mV/V 3.33mV/V

Wetted parts Stainless steel Stainless steel Stainless steel

Process Connection 1/4" 1/2"-20 UNF 1/2"-20 UNF

Electric connection Metric pack connector 6 PIN or 8 PIN connectors PT100,E, J,K

Body material

Stainless steel

Aluminum

Stainless steel

Data sheet (download at)
www.ritherm.com

DS 3070

DS 3100

DS 3112

Options/notes

(64]

*Model 3101 with flexible
capillary

*Model 3102 with flexible
capillary and temperature
transmitter combined

GR'THERM www.hidropaks.com.tr

*Model 3110 without
temperature transmitter with
rigid stem

*Model 3111 without
temperature transmitter with
flexible capillary
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Pressure transmitters

Designation

Sanitary pressure
transmitter

DIN 43650 digital
display

Digital pressure
indicator

Application Sanitary process Link with pressure Link with pressure
transmitter transmitter
Model 3120 3200 3210
Accuracy 1,0.5,0.25
Scale ranges 0-0.1 to 1000bar 4 digit 4 digit
Output signal 4-20mA, 0-5V, 0-10V 4-20mA, 0-5V, 0-10V 4-20mA, 0-5V, 0-10V
Wetted parts Stainless steel
Process Connection Clamp connection, Union Install In pressure transmitter | Panel mount
connection according to
DIN, 1ISO SMS standard
Electric connection DIN 43650, flying leads or 4 || Direct Cable
PIN connector
Body material Stainless steel Plastic Plastic
Data sheet (download at) DS 3120 DS 3200 DS 3210

www.ritherm.com

Options/notes

(65]
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Pressure transmitters

Designation Digital pressure and Digital pressure gauge, | Digital pressure gauge
temperature indicator battery powered with output signal

Application link with pressure and Standard industry Standard industry
temperature transmitter

Model 3220 3300 3301

Accuracy 0.5, 0.25 0.5,0.25

Scale ranges 4 digit 0-0.1 to 1000bar 0-0.1 to 1000bar

Output signal 4-20mA, 0-5V,0-10V 4-20mA, 0-5V, 0-10V
PT100, E, J,K

Wetted parts Stainless steel Stainless steel

Process Connection Panel mount Lower direct mount Lower direct mount

Electric connection cable Cable

Body material Plastic Stainless steel, 75mm Stainless steel, 100mm

Data sheet (download at) DS 3220 DS 3300 DS 3301

www.ritherm.com

Options/notes

(66]
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THERMOCOUPLES, RESISTANCE THERMOMETERS

For additional thermowell With thermowell

Application To mount into existing thermowells With thread
Weld in design
With flange
Model 3600 thermocouple 3610, 3611, 3612 thermocouple
3601 resistance thermometer 3615, 3616, 3617 resistance thermometer
Sensor Themmocouple class 2 DIN or ANSI Thermocouple class 2 DIN or ANSI

standard
Pt100; class B; 2, 3 or 4 wire DIN
standard

standard
Pt100; class B; 2, 3 or 4 wire DIN
standard

Process Connection

Thread, mounting into a thermowell

Thread
Weld in thermowell
Flange

Wetted parts

Stainless steel

Stainless steel

Data sheet (download at)
www.ritherm.com

DS 3600
DS 3601

DS 3610
DS 3615

Options/notes

@

*Model 3611, 3615 weld in thermowell
*Model 3612, 3616 flange
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THERMOCOUPLES, RESISTANCE THERMOMETERS

Designation

Application

NNV

-
]
Fe=

A
UITT s
14 SLU NI
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Sheathed design Portable surface thermocouple

Flexible and vibration proof, for process Standard industrial applications

industry

Model

3620 thermocouple
3621 resistance thermometer

Sensor

Thermocouple class

Themocouple class 2 DIN or ANSI
2 DIN or ANSI standard

standard
Pt100; class B; 2, 3 or 4 wire DIN

standard

Process Connection

Hand hold

Compression fitting

Wetted parts

Stainless steel Stainless steel

Data sheet (download at)
www.ritherm.com

DS 3620 DS 3630

DS 3621

Options/notes

@
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PRESSURE AND TEMPERATURE CALIBRATOR

Designation Lower and middle Middle pressure gas High pressure
pressure gas pump pump hydraulic pump

Application Lower and middle pressure Middle pressure gauge, High pressure gauge,
gauge, transmitter transmitter transmitter

Model 4100 4126 4105

Measuring Range -950mbar to 4bar -0.95bar to 100bar 0-1000bar

Sense element Gas pump Gas pump Hydraulic pump

Data sheet (downlcad at) | DS 4100 DS 4126 DS 4105

www.ritherm.com

Options/notes *Testing range -0.95 to *Testing range 0-600bar or
25bar, 40bar, 60bar for 0-2500bar for option
option

©
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PRESSURE AND TEMPERATURE CALIBRATOR

Designation High pressure, oil free | Deadweight testers Temperature calibrator
hydraulic pump

Application Qil free clean media For low, high and differential Thermometer, thermocouple

pressure precision

calibration

Model 4106 4200 4601

Measuring Range 0-600bar 0-0.4 to 600bar 50-600 °C

Sense element Hydraulic pump Hydraulic pump PT100

Data sheet (downlcad at) || DS 4106 DS 4200 DS 4601

www.ritherm.com

Options/notes *Accuracy 0.02, 0.05% for *Model DS 4602 with range
option -20-125°C

*Model 4201 0.4 to 6bar
*Model 4202 1 to 60bar
*Model 4203 1 to 600bar
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DIAPHRAGM SEAL

Designation

Threaded design

Threaded design,
welded body

Threaded design,
welded body

Combine with bourdon tube .

Application Combine with bourdon tube || Combine with bourdon tube
pressure gauges pressure gauges pressure gauges
Model DCS 101 DCS 102 DCS 103

Process connection

1/2", 1", Male/Female

1/2", 1", Male/Female

1/2", 1", Male/Female

Pressure rating
Maximum (bar)

PN 40

PN 100

PN 600

Body material

Stainless steel

Stainless steel, welded body

Stainless steel, welded body

Wetted material

Stainless steel viton seal ring

Stainless steel

Stainless steel

Diaphragm construction

Inside body

Inside body

Inside body

Data sheet (download at)
www.ritherm.com

DS DCS101

DS DCs102

DS DCS103

Options/notes

*Special diaphragm or
wetted parts on request

*Special diaphragm or
wetted parts on request

G RiTHERM www.hidropaks.com.tr

*Special diaphragm or
wetted parts on request
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DIAPHRAGM SEAL

Designation Threaded design Threaded design, Mini

seal

Threaded design,

welded body

Combine with bourdon tube .

Application Combine with bourdon tube || Combine with bourdon tube

pressure gauges pressure gauges pressure gauges
Model DCS 104 DCS 105 DCS 111
Process connection 1/2" Male 1/2" Male/Female 1/4", 1/2" Female
Pressure rating PN 60 PN 250 PN 400

Maximum (bar)

Body material

Stainless steel, welded body

Stainless steel, welded body

Stainless steel, welded body

Wetted material

Stainless steel

Stainless steel

Stainless steel

Diaphragm construction

Inside body

Inside body

Inside body

Data sheet (download at)
www.ritherm.com

DS DCS104

DS DCS105

DS DCS111

Options/notes

*Special diaphragm or
wetted parts on request

*Special diaphragm or
wetted parts on request

GR'TH ERM www.hidropaks.com.tr

*Special diaphragm or
wetted parts on request
*Model DCS110 without
flushing port
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DIAPHRAGM SEAL

Designation

Threaded design, Mini
seal

Plastic body, threaded
design

Plastic body, threaded
design

Combine with bourdon tube .

Application Combine with bourdon tube || Combine with bourdon tube

pressure gauges pressure gauges pressure gauges
Model DCS 112 DSC 120 DCS 123
Process connection 1/4" 1/2" Female 1/2" Male/Female 1/4" female
Pressure rating PN 400 PN 10 PN 10
Maximum (bar)
Body material Stainless steel, welded body || Plastic Plastic
Wetted material Stainless steel Viton Viton
Diaphragm construction || Inside body Inside body Inside body
Data sheet (downlcad at) || DS DCS112 DS DCS120 DS DCS123

www.ritherm.com

Options/notes

*Special diaphragm or
wetted parts on request
*Model DCS113 with
flushing port

*Model DCS121 with stainless
steel upper body, PVC lower
body, stainless steel
diaphragm with PTFE foil
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DIAPHRAGM SEAL

Designation

Flanged type, inside
diaphragm

Flanged type, flush
diaphragm

Flange type, blind hole

Combine with bourdon tube .

Application Combine with bourdon tube || Combine with bourdon tube
pressure gauges pressure gauges pressure gauges
Model DCS 200 DCS 201 DCS 205
Process connection Flange end Flange end Flange end
DIN DN15 to 100 DIN DN 20to 100 DIN DN 15 to 40
ANSI 1/2" to 4" ANSI 3/4" to 4" ANSI 1/2" to 1-1/2"
Pressure rating PN 40 PN 100 PN 250

Maximum (bar)

Body material

Stainless steel

Stainless steel

Stainless steel

Wetted material

Stainless steel viton seal ring

Stainless steel

Stainless steel

Diaphragm construction

Inside body

Flush with flange

Inside body

Data sheet (download at)
www.ritherm.com

DS DCS200

DS DCS201

DS DCS205

Options/notes

*Special diaphragm or
wetted parts on request

*Special diaphragm or
wetted parts on request
*Model DCS 202 diaphragm
not flush with flange
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*Special diaphragm or
wetted parts on request
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DIAPHRAGM SEAL

Designation

Pulp and paper
industry design

Pulp and paper
industry design

Flush diaphragm, threaded
process connection

Application Combine with bourdon tube || Combine with bourdon tube Combine with bourdon tube
pressure gauges pressure gauges pressure gauges, particularly
for highly viscous and
contaminated pressure media
Model DCS 210 DCS 211 DCS 220

Process connection

Special flange, dia 85mm

Special flange and
diaphragm design

Threaded stem fixed, G1/2"
to G 1-1/2"

Pressure rating
Maximum (bar)

PN 40

PN 40

PN 600 (1/2")

Body material

Stainless steel

Stainless steel

Stainless steel

Wetted material

Stainless steel

Stainless steel

Stainless steel

Diaphragm construction

Flush with body

Flush with body

Flush with body

Data sheet (download at) || DS DCS210 DS DCS211 DS DCS220
www.ritherm.com
Options/notes *Pressure gauge mounting *Combine with @63 mm *Model DCS221 with

straight or with elbow

pressure gause
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threaded stem rotatable
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DIAPHRAGM SEAL

Designation

Homogenizing

industry design

2
&

Sanitary seal

Sanitary seal

Combine with bourdon tube .

Combine with bourdon tube .

Application Combine with bourdon tube
pressure gauges for gauge, fast installation and gauge, fast installation and
homogenizing industry removal for easy cleaning removal for easy cleaning
Model DCS 230 DCS 301 DCS 311
Process connection Block flange Clamp connection Female union nut or male thread
DIN DN 40-50 DIN DN 25 to 80
1SO 1.5" to 2" SMS 1.5"to 2"
Pressure rating PN 600 PN 40 PN 40

Maximum (bar)

Body material

Stainless steel

Stainless steel

Stainless steel

Wetted material

Stainless steel

Stainless steel

Stainless steel

Diaphragm construction

Flush with body

Flush with body

Flush with body

Data sheet (download at)
www.ritherm.com

DS DCS230

DS DCS301

DS DCS311

Options/notes

(76]
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DIAPHRAGM SEAL

Designation

Cell type flush diaphragm seal

Liquid Level gauge

Application Combine with pressure gauges in process Measure the pressure of liquid tank
control
Model DCS 412 DCS 415

Process connection

DIN DN 40 to 125
ANSI 1-1/2" to 5"

93mm OD flange

Pressure rating
Maximum (bar)

PN 16 to 100

Body material

Stainless steel

Stainless steel

Wetted material

Stainless steel

Stainless steel

Diaphragm construction

Flush with body

Flush with body

Data sheet (download at)
www.ritherm.com

DS DCSs412

DS DCS415

Options/notes

*Model DCS411 with flange type
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DIAPHRAGM SEAL

Designation

Extended diaphragm

In line diaphragm seal, cell type

seal, flange type
Application Combine with bourdon tube pressure Direct, permanent installation in pipelines,
gauges in heavily insulated systems for flowing media, especially for dead space
measuring points
Model DCS 401 DCS 421

Process connection

DIN DN 50 to 125
ANSI 2"to 5"

DIN DN 25 to 150
ANSI 1" to 6"

Pressure rating
Maximum (bar)

PN 6 to 100

Body material

Stainless steel

Stainless steel

Wetted material

Stainless steel

Stainless steel

Diaphragm construction

Flush with body

Round diaphragm inside body

Data sheet (download at)
www.ritherm.com

DS DCS401

DS DCSs421

Options/notes

@

“Model DCS402 cell type, PN 100

*Model DCS422 with flange cell type
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FLOW METER

Designation Panel type flow meter Panel type flow meter | Panel type flow meter
for oxygen

Application Oxygen concentrator Gas and liquid Gas and liquid

Model LZM-6T O2 LZM-T LZM-Z

Measuring Range 1-3 to 0.5-14 l/min 6-60ml/min to 6-60LPH 0.1-1 to 5-45 GPM liquid
liquid 10-100 to 10-170 LPM
0.2-2 to 6-30I/m gas 0.1-1 to 35-350 Nm¥h

Body material Acrylic Acrylic Acrylic

Mount Panel mount, pipe Panel mount, pipe or 1/4" Panel mount, 1/2" or 1"

connection connection connection
Data sheet (download at) DS LZM-6T 02 DS LZM-T DS LZM-Z

www.ritherm.com

Options/notes

(79}
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FLOW METER

Panel type flow meter Tube type flow meter Tube type flow mete

Application Gas and liquid Gas and liquid Gas and liquid

Model LZM LZM-G LZS

Measuring Range 0.1-1 to 20-28 GPM liquid 0.1-1 to 120-300 GPM liquid || 5-501/h to 25-180 Nm*h
0.5-4 to 80-300 LPM 0.5-4 to 450-1100 LPM
1-10 to 25-250 Nm*h 1-10 to 50-1400 Nm?h

Body material Acrylic Acrylic Durable Plastic

Mount Panel mount, 1/2", 3/4", 1", || Thread 1/2", 3/4", 1", 1-1/2", Plastic pipe of flange
1-1/2" connection 203

Data sheet (download at) DS LZM DS LZM-G DS LZS

www.ritherm.com

Options/notes

(80}
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