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Brief introduction

Rising Instrument Co., Ltd was established in 2003. We specialize in
manufacturing and export pressure gauge, thermometer, thermo-
manometer and related products and accessories. The products are
widely used for HVYAC industry, boiler system, ship yard, food industry,
chemical and oil plant etc. We have customers overseas from more than
60 countries. We expect to satisfy your request.
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Model: CM37

Round pressura gauge
Case diameter: 37mm
Frame diameter: 42mm
Pressure connection; G 1/4"
Red reset painter

Accuracy. 3%

Capillary length: 0.5, 1.0, 1.5
meter

Range: 0-4bar, 0-6bar

Model: CM40P

Round pressure gauge with
two flange holes

Case diameter: 40mm
Frame diameter: 43mm
Pressure connection: G 1/4"
Accuracy: 3%

Capillary length: 0.5, 1.0, 1.5
meter

Range: 0-4bar, 0-6bar

Model: CM40

Round pressure gauge
Case diameter: 40mm
Frame diameter: 43mm
Pressure connection: G 1/4"
Accuracy: 3%

Capillary length: 0.5, 1.0, 1.5
meter

Range: 0-4bar, 0-cbar

Model: CM48S

Square pressure gauge
Case diameter: 53mm
Frame size: 48 x 48mm
Pressure connection: G 1/4"
Red reset pointer

Accuracy: 3%

Capillary length: 0.5, 1.0, 1.5
meter

Range: 0-4bar, 0-6bar

CAPILLARY THERMOMETER

Model: CT37

Round thermometer

Case diameter: 37mm
Frame diameter: 42mm
Accuracy: 3%

Capillary length: 0.5, 1.0, 1.5
meter

Range: 0-120 deg C, -40+40
deg C

Model: CT488

Square thermometer

Case diameter: 53mm
Frame size: 48 x 48mm
Accuracy: 3%

Capillary length: 0.5,1.0, 1.5
meter

Range: 0-120 deg C, -40+40
deg C

Model: CT52

Round thermometer

Case diameter: 52mm
Frame diameter: 57mm
Accuracy: 3%

Capillary length: 0.5,1.0,1.5
meter

Range: 0-120 deg C, -40+40
degC

Model: CT5825
Rectangular thermometer
Case size: 58 x 25mm
Frame size: 64 x 31mm
Accuracy: 3%

Capillary length: 0.5, 1.0, 1.5
meter

Range: 0-120 deg C, -40+40
deg C
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CAPILLARY THERMOMETER
Model: 2460 Model: 2470

Round thermometer with
flange mounting

Metal Case diameter: 63, 80,
100mm

Front or back flange
Accuracy: 3%

Capillary length: 1.0, 1.5 meter
Range: 0-120 deg C, -40+40
deg C, up to 0-500 deg C
On request

Round thermometer with
flange mounting

ABS Case diameter: 63, 80,
100mm

Front or back flange
Accuracy: 3%

Capillary length: 1.0, 1.5 meter
Range: 0-120 deg C, -40+40
deg C

CAPILLARY THERMOMANOMETER

Model: CTM40 Model: CTM52

Round thermomanometer ' Round thermomanometer
Case diameter: 40mm Case diameter: 52mm
Frame diameter: 43mm Frame diameter: 57mm
Pressure connection: G 1/4" Pressure connection: G 1/4"
Accuracy: 3% Accuracy: 3%

Capillary length: 1.0, 1.5 meter Capillary length: 1.0, 1.5 meter
Range: 0-120 deg C, 0-4bar Range: 0-120 deg C, 0-4bar
or 0-Gbar or 0-6bar

ACCESSORIES

Brass check valve,

For mounting capillary
pressure gauges and
capillary thermomanometers
G1/4" female x 1/2" NPT male
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BIMETAL THERMOMANOMETER

Model: 2710

ABS case bimetal thermomanometer

Case diameter: 63mm, 80mm

Pressure connection: G 1/4"

With check valve, G1/4" female x G1/2" male
Accuracy: 2.5%

Mounting: direct mount, bottom or back mount
Range: 0-120 deg C, 0-4bar, 6bar

Model: 2720

Metal case bimetal thermomanometer

Case diameter: 63mm, 8§0mm, 100mm
Pressure connection: G 1/4"

With check valve, G1/4" female x G1/2" male
Accuracy: 2.5%

Mounting: direct mount, bottom or back mount
Range: 0-120 deg C, 0-4bar, 6bar

Model: 2730

Metal case heavy duty bimetal thermomanometer
Case diameter: 80mm

Pressure connection: G 3/8"

With check valve, G3/8" female x G1/2" male
Accuracy: 2.5%

Mounting: direct mount, bottom or back mount
Range: 0-120 deg C, 0-4bar, 6bar, 10bar

BIMETAL THERMOMETER

Model: 2300 Model: 2301

HVAC BIMETAL THERMOMETER HVAC BIMETAL THERMOMETER
Zinc pl_ated steel case, Stainless Zinc plated steel case and

steel ring bayonel ring

Glass window Glass window

Casa diameter: 40mm, 63mm,
BOmm, 100mm

Center back mount, brass pocket
G1/4" for 40mm, G1/2" for other
diameler

Accuracy: 2%

Range: -40+40 deg C, 0-80 degC,
0-120 deg C, 0-160 deg C,
0-200 dag C, up to 0-500 deg C

Case diameler: 63mm, 80mm,
100mm

Center back mount, brass pocket
G1/2" for other diameter
Accuracy: 2%

Range: -40+40 deg C, 0-80 degC,
0-120 deg C, 0-160 deg C,
0-200 deg C, up 1o 0-500 deg C
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Modal: 2302

MINI BIMETAL
THERMOMETER FOR
MANIFOLD

Stainless steel case,
Polycarbonate window
Case diameter: 40mm
Center back mount, brass
Pocket G1/4"

Accuracy: 2.5%

Range: 0-80 degC, 0-120deg C

Model: 2305

HVAC BIMETAL
THERMOMETER WITH
ADJUSTABLE FLANGE

Zinc plated steel case, Stainless
steel ring

Glass window

Case diameter: 63mm,80mm,
100mm

Center back mount, adjustable
flange on copper stem
Accuracy: 2.5%

Range: -30+50 deg C, -40+40
deg C

Model: 2307

BIMETAL THERMOMETER
FOR RADIATOR PIPE

Zinc plated steel case, Stainless
steel ring

Glass window

Case diameter: 63mm
Center back mount, steel
brackat with spring
Accuracy: 2.5%

Range: 0-120deg C

Model: 2358

BIMETAL THERMOMETER
FOR REFRIGERATION/OVEN
Stainless steel case, round
shape, with stand and hook
Glass window

Case diameter: 52mm
Accuracy: 2.5%

Range: -40+40 deg C for
refrigeration,

0-300 deg C for oven

Model: 2303

HVAC BIMETAL
THERMOMETER

Red/blue plastic case,
Polycarbonate window

Case diameter: 63mm

Center back mount, aluminum
Bulb dia9x 1.5"

Accuracy: 2.5%

Range: 0-120 deg C

Madel: 2306

BIMETAL THERMOMETER
FOR RADIATCR PIPE

Zinc plated steel case, Slainless
steel ring

Glass window

Case diameter: 63mm
Center back mount, brass
bracket with spring

Accuracy: 2.5%

Range: 0-120deg C

Model: 2353

PENCIL BIMETAL THERMOMETER
Stainless steel case
Polycarbonate window

Case diameter: 25mm, 35mm,
45mm, 50mm

Center back mount, with plastic
pocket

Accuracy: 2.5%

Range: -40+40deg C, up to 0-
300degC

Model: 2359

BIMETAL THERMOMETER
FOR COOL DISPLAY
WINDOW

Plastic casa, round shape, with
hook

Plastic window

Case diameter: 70mm
Accuracy: 2.5%

Range: -40+40 deg C, -50+50
deg C

.
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BIMETAL THERMOMETER
Model: 2359A Model: 2365
BIMETAL THERMOMETER = BIMETAL THERMOMETER
FOR COOL DISPLAY FOR WATER HEATER
WINDOW Plastic case, rectangular shape
Plastic case, round shape, with Plastic window
hook Case size: 78 x 52mm

Plastic window Center back mount, aluminum
Case diameter: 64mm e bulb 20-50mm length
Accuracy: 2,5% Accuracy: 2.5%

Range: -40+40 deg C Range: 0-120deg C
Model: 2366

BIMETAL THERMOMETER V'SHAPE GLASS TH ERMOM ETER
FOR WATER HEATER
Plastic case, round shape
Plastic window

Case diameter: 72mm

Center back mount, aluminum
bulb 20-50mm length
Accuracy: 2.5%

Range: 0-120deg C

Maodel: 2104

Aluminum body, black finish
Brass stem, straight or 90
degree angled

Blue spirit filled glass insert
Body size: 110mm, 150mm,
200mm

Stem length: 40mm, 50mm,
63mm, 100mm, 150mm
Accuracy: 1%

Range: 0-120 deg C, 0-160
deg C, 0-200deg C

CAPILLARY GAS EXPANSION THERMOMETER

Model: 2440

Application; Oven

304 Stainless steel case and crimped ring

Glass window

304 Stainless steel bulb and capillary

Capillary length: 1 meter, 1.5 meter

Panel mount, U-clamp or front flange, back entry
Case diameter: 63mm

Range: 0-500 deg C, 0-600 deg C

(€ Tha 13;1 ] RISING INSTRUMENT CO.,LTD

Add(Headquarter):710-711 Office Park, No.535 Qingshuigiao Rd., Jiangdong, Ningbo,315040 China 5
Tel: +B6- 574- BY787718 / Bi787728  Fax: +86- 574- 87787708

E-mail: sales@risinginstru.com  Url:http: ¢ /www.ritherm.com




rsion

CONTACT THERMOSTAT

Model: TS100 . Model: TS101

CONTACT THERMOSTAT CONTACT THERMOSTAT
FOR RADIATOR PIPE AND < FOR RADIATOR PIPE AND
BOILER "Q BOILER

SPDT contact SPDT contact

Complete with pipe fixing spring ‘ Complete with pipe fixing spring

Knob adjustment Intemal screwdriver adjustment
Switching difference: 6 deg C Switching difference: 6 deg C
Contact range; 0-90 deg C Contact range; 0-90 deg C

Model: TS110 Model: TS111

CONTACT THERMOSTAT CONTACT THERMOSTAT
FOR RADIATOR PIPE AND FOR RADIATOR PIPE AND
BOILER BOILER

SPDT contact SPDT contact

Complete with pipe fixing spring Complete with pipe fixing spring

Intemal screwdriver adjustment
Switching difference: 5 deg C

Knob adjustment
Switching difference: 5 deg C

Contact range: 0-90 deg C Contact range: 0-90 deg C
IMMERSION THERMOSTAT

Model: TS200 Model: TS201

IMMERSION THERMOSTAT IMMERSION THERMOSTAT

FOR RADIATOR PIPE AND FOR RADIATOR PIPE AND

BOILER BOILER

SPDT contact SPDT contact

Knob adjustment

Switching difference: 5 deg C
100mm length copper bulb, 1/2"
Contact range: 0-90 deg C

Internal screwdriver adjustment
Switching difference: 5 deg C
100mm length copper bulb, 1/2"
Contact range: 0-90 deg C

Model: TS220 Model: TS230

IMMERSION THERMOSTAT FOR IMMERSION THERMOSTAT FOR
RADIATOR PIPE AND BOILER RADIATOR PIPE AND EQILER
SPDT contact SPDT contact

Knob adjustment and fixed Knob adjustment and fixed

calibration 100deg C, manual resel calibration 100deg C, manual reset
Switching difference: 5 deg C Switching difference: 5 deg C
100mm length copper bulb, 1/2" 100mm length copper bulb, 1/2"
Contact range: 0-90 deg C - Contact range: 0-90 deg C -

100 deg C 100 deg C
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Model: TS300

CAPILLARY THERMOSTAT
FOR RADIATOR PIPE AND
BOILER

SPDT contact

knob adjustment

Switching difference: 5deg C
Capillary length: 1m, 1.5m
Contact range: 0-90 deg C,

Maodel: TS310

CAPILLARY THERMOSTAT
FOR REFRIGERATION
SPDT cantact

knob adjustment

Switching difference: 2deg C
Capillary length: 1.8m
Contact range: -35-35 deg C,
0-40degC,0-90deg C

Model: TS330

CAPILLARY THERMOSTAT
FOR RADIATCR PIPE AND
BOILER

SPDT contact

Pin adjustment

Switching difference: 2-10 deg C
Capillary length: 1m, 1.5m
Cantact range: 0-90 deg C,
0-120 deg C,50-210deg C
50-300 deg C

Model: TS332

CAPILLARY THERMOSTAT
FOR RADIATOR PIPE AND
BOILER

SPDT contact

Pin adjustment

Switching difference; 2-12 deg C
Capillary length: 1m, 1.5m
Contact range: 0-90 deg C,
0-120 deg C,50-210 deg C
50-350 deg C

=<
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CAPILLARY THERMOSTAT

Model: TS301

CAPILLARY THERMOSTAT
FOR RADIATOR PIPE AND
BOILER

SPDT contact

Internal screwdriver adjustment
Switching difference: 5 deg C
Capillary length: 1m, 1.5m
Contact range: 0-90 deg C

Model: TS320

CAPILLARY THERMOSTAT
FOR RADIATOR PIPE AND
BOILER

SPDT contact

Pin adjustment

Switching difference: 2-10deg C
Capillary length: 1m, 1.5m
Contact range: 0-80 deg C,
0-120 deg C,50-300 deg C

Model: TS322

CAPILLARY THERMQOSTAT
FOR RADIATOR PIPE AND
BOILER

SPDT contact

Pin adjustment

Switching difference: 2-12 deg C
Capillary length: 1m, 1.5m
Contact range: 0-90 deg C,
0-120 deg C,50-350 deg C

DIGITAL THERMOSTAT

Model: TS600

Cormplete with probe

Power supply:220V or 380V
Mounting with screwed
brackets (including)

Range: -50+150 deg C
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COPPER POCKET PLASTIC KNOB AND BASE

Brass connection, 1/2" -14NPT
Copper bulb: dia 7 x 8mm and

dia 9 x 10mm for one bulb
Dia 15 x 16mm and dia 15 x
16mm with shaped bulb for
3 bulbs

Length of bulb including thread:

100mm, 120mm, 200mm

g8ee

FLOW METER PRESSURE SWITCH

Brass connection with G1/2"
thread
Range: 0.5-5 L/IMIN

0.6-2.4 L/IMIN

PRESSURE GAUGE

Model: 1131

PRESSURE GAUGE FOR
HEATING, PLUMBING

Case: ABS, Windaow: Plastic
Diameter: 1.5", 2", 2.5"
Connection: Brass, G1/8"G1/4"
Range: -1-0, 0-4, 0-6, up ta 0-25bar
Mount: Botiom or back antry
Option: Teflan seal-sealing
connection thread

Red indication pointer on dial

Model: 1200

PRESSURE GAUGE FOR
HEATING, PLUMBING

Case: 304 stainless steel case,
crimped ring

Window: polycarbonate
Diameter: 1.5", 2", 2.5" 3", 4"
Connection: Brass, G1/8",
G1/4", G3/8", G1/2"

Range: -1-0, 0-4, 0-6, up to 0-400bar
Glycerin fillable, IP65

Mount: Botiom or back entry

L
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Model: PS1

Low pressure control
Range: -0.2 to 7.5bar
Difference pressure: 0.7 lo
4bar

Connection: 1/4" flare

Model: 1101

PRESSURE GAUGE FOR
HEATING, PLUMBING

Case: black sleel case and ring,
Window: glass

Diametar: 1.5", 2", 25" 3", 4"
Connection: Brass, G1/8",
G1/4", G3/8", G1/2"

Range: -1-0, 0-4, 0-6, up ta 0-400bar
Mount: Bottom or back entry

Model: 1135

PRESSURE GAUGE FOR
REFRIGERATION

Case: blue/red stee! or plastic case
Window: polycarbonate
Diameter; 2.5", 3"
Connection: Brass, 1/8"PT,
1/4"NPT

Range: -30"Hg-0-250psi,
500psi, 800psi

Mount: Bottom connection
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PRESSURE GAUGE

Model: 1400 Madal: 1406
PRESSURE GAUGE FOR PRESSURE GAUGE FOR
NATURAL GAS NATURAL GAS

Case: black steel case
Window: acrylic window
Diameter: 2.5"
Cannection: Brass, G1/4"
Mount: Bottomn or back
conneclion

Range: 0-25mbar up to
600mbar

Model: 1320

PRESSURE GAUGE FOR
HARSH ENVIRONMENT
Case: 304 stainless steel case
and bayonet ring

Window: safety glass window
Diameter: 2.5", 4", 6"
Connection: S5 316, G1/4", 1/2"
Mount: Bottomn or back
conneclion

Range: 0-1bar up to 1600bar

Model: 1960.02 and 1960.03
BRASS NEEDLE VALVE

For pressure gauge isolation
VWetted part: Brass

VWorking pressure: 100bar
Connection: G1/4",G3/8"G1/2"
1960.02 for 2 way

Case: 304 stainless steel case
and bayonet ring

Window: glass window
Diameter: 4", 6"

Connection: Brass, G1/2"
Mount: Bottom or back
connection

Range: 0-25mbar up to 600mbar

Maodel:1800.10
ADJUSTABLE SNUBBER
For protection of pressure
gauge from pressure pulse
Body: brass/slainless steel
Working pressure: 400bar
Connection: G1/4", G1/2"

INSTRUMENT VALVE AND ACCESSORIES

Model: 1950.02 and 1950.03
BRASS GAUGE COCK DIN
STANDARD

For pressure gauge isolation
Welled part: Brass

Working pressure: 25bar
Connection: G1/2", M20X1.5

1960.03 for 3 way 1950.02 for 2 way

1950.03 for 3 way
Model: 1850.01 Madel: 1900.01
BRASS GAUGE COCK 4 SYPHON

For pressure gauge isclation
Wetted part: Brass

\Working pressure: 18bar
Connection: G3/8", G1/2"

For protection of pressure
gauge from high temperature
Bady: Carbon steel/stainless steel
Working pressure: 400bar
Connection: G1/4", G1/2"
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