(J RiTHERM®

LZM-4T/6T/8T SERIES
FLOW METER
u, MODEL:LZM-4T/6T/8T

The outline size of LZM-4T/6T/8T flow Meter

Size (mm)
Model — T35 T¢I b E F
LZM4T | 94 | 27 | 21 | 14 14 70

LZM-6T | 102 [ 30 25 20 | MIBx 15| 77
LZM-8T | 110 | 30 25 20 | MIBx15| 80

Technical parameters of LZM-4T/6T/8T Flow Meter

B C
) ! Model o (Liic:)me Ra;%:} (Gas) Screw thread Accuracy
=H= | LZMAT 6-60 0.2-21/min diect
H* ‘ LZM-AT 40-400 1-12/min direct
i LZM-6T 25-250 0.04-0.4 tube
D LZM-6T 16-160 1-51/min Gl/4" |1/4"BSP
. LZM-6T 80-400 2-101/min Gl/4" |1/4"BSP
< ‘ LZM-6T 100-500 3-151/min Gl/4' [1/4"BSP| 0
LZM-6T 100-600 4-201/min Gl/4" |1/4"BSP
s LZM-6T 200-800 5-251/min G1/4" |1/4"BSP
— 1] {’:[ f\ LZM-6T 100-1000 6-301/min Gl/4" |1/4'BSP
i i b \5 // LZM-8T 2.5-25LPH - GIM'I'I 1/4 ' BSP
LZM-8T 4-40LPH - Gl/4" |1/4"BSP
LZM-8T 6-60LPH - Gl/4" |1/4"BSP

The material and code of the parts of
LZM-4T/6T/8T flow Meter

With Valve | Valve Fitting Float O-ring
T Brass ABS SS  |Silicon rubber
0 SS Brass Acrylic
Brass chromeplate
SS

For Order:please specify the model, specification and code.
Model RegulatingValve Measuring Range Material of the Fitting Material of the O-ring
Lzm-1] [ ] | | | |
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